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Chapter 1 
Structural Mechanics 


Introduction 


There are many different types of structures all around us. Each structure has a specific 
purpose or function. Some structures are simple, while others are complex; however there are two 
basic principles of composing structures. 


» They must be capable of carrying the loads that they are designed for without collapsing. 
» They must support the various parts of the external load in the correct relative position. 


A structure refers to a system with connected parts used to support a load. Some examples related to 
civil engineering are buildings, bridges and towers. However, these structures are very complex for 
analyze and design. At first, we will consider simple examples of structures and parts of structures 
like beams, trusses, frames etc. It is important for a structural engineer to recognize the various type 
of elements composing a structures and to be able to classify them as to there form and function. We 
will introduce some of these aspects. 


Structural elements: 
Some of most common structural elements are as follow: 


* Tie rods — structural members subjected to a tensile force. Due to the nature of the load, 
these elements are rather slender and are often chosen from rods, bars, angels, or channels. 
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+ beams - straight horizontal members are used generally to carry vertical loads. 


ГЕ 





Е 
Beams тау be designed from several of element and materials — concrete, 
metal etc. with rectangular or other cross section. 
* columns —members are generally vertical and resist axial compressive 
loads. 
Columns are elements similar to the tie rods but they carry vertical loads. 
F ~ = 
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Type of structures 
1. Frame structures: trusses, three-hinged frame, frames, 


* trusses: they are composed of slender rods usually arrenged trintriangular fashion. 
Trusses are suitible for constructions with large span when the depth 15 not an important 
criterion for desing. Plane trusses are composed of members that lie in the same plane and 
are frequantly used for bridge and roof support. 
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* three-hinged frame: this structure is simple determinate frame used generally for base 
element for complicated frame structures. 





* frames: they are often used in buildings and are composed of beams and columns which 
are with hinge or rigid connections. These structures are usually indeterminate and the load 
causes generally bending of its members. 
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+ plane structures: plates, walls and etc. These structures have two significant dimensions 
and one small called thickness. The theory of elasticity 1s capable to analyze such structures. 
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] thickness 
thickness 


* surface structures: shells and etc. These structures can be made from flexible or rigid 
material and has a three-dimensional shape like a cylinder hyperbolic paraboloid etc. The 
analysis of these structures 1s also aim of theory of elasticity. 


In statical structural analysis of frame structures we define statical (dead) load. We 
distinguish types of loads: 





Loads: 


* force load: concentrated force or moment, distributed load. 
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concentrated force concentrated moment distributed load 
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* temperature load: load caused by fire. 
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+ displacement load: load displacement is caused from displacement of some point or 
points of the structure. 





Idealized structures: 


Idealized structure is needed to the engineer to perform a practical force analysis of the 
whole frame and its member. This 1s the reason in this section to show different member 
connections and supports and there idealizations. If one know these models may compose idealized 
model of each real structure after all perform the analysis and design. 


* rigid (fixed) connections: this connection carry moment, shear and axial forces between 
different members. In addition, in this case all members including in such a connection have 
one and the same rotation and displacements — the nodal rotation and displacements. Typical 
rigid connections between members in metal and in reinforced concrete constructions and 
there idealized models are shown in the following figure: 





+ hinged (pin) connections: this connection carry shear and axial forces but not moment 
between different members. Hinged connection allow to the jointed members to have 
different rotations but the same displacements. Typical hinged connections between 
members in metal and in reinforced concrete constructions and there idealized models are 


shown in the next figure: 
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+ fixed support: this support сату moment, shear and axial forces between different 
members. This kind of support doesn't allow any displacements of the support point. So if 
the displacement along the x axis 1s и, the displacement along y axis 1s y and the rotation 15 


called ф then we can say that: ид = 0; уд = 0 and фл = 0. 
M 
A M, A, A 
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Idealization of the support 
and support reactions 


Support reactions 
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+ hinged (pin) support: this support carry shear and axial forces but not moment between 
different members. The hinged support allows rotation of the support point but the two 


displacement are equal zero ог: ил = 0; v4 = 0 and д, £0. 
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+ roller support: this support carry only shear forces between jointed members. The roller 
support allows rotation and one displacement of the support point: и, # 0; У, = 0 and o, £ 


0. 
D. = 
A К Idealization of the support 
х | А and support reactions 
y 





* spring supports: These supports are like the previous but with the difference that they 
are not ideally rigid but with some real stiffness. The spring has a stiffness constant c equals 


to the force caused by displacement d - 1. 


Fixed spring support Roller spring support Pin (hinged) spring support 
МА = с. Фф A, = с. д A, = с. д 


+ structure idealization: The main idea of this idealization is to made a mathematical 
model of the real construction to be convenient for analysis and calculation. After we know 
the idealization of different joints and supports, we will take care about whole structure 
idealization. To make this we follow the middle axis of the elements of the structure. In the 
following figure are shown some real and idealized structures: 


40 kNm 
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0,12 m 
0,12 m 
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Principles and preconditions: 


* displacements: Every two dimensional deformable element has three degrees of 


freedom (two displacements and one rotation) of each its end node. With using different 
support links, we control these degrees of freedom so the elements cannot move on the 
limited direction or it moves with controlled value. These limitations are called boundary 
conditions. On the following figure are shown the degrees of freedom and some boundary 


conditions for elements: 





Z 


+ deformation: deformation or strain is the change in the metric properties of a continuous 
body (element) caused by some load. A change in the metric properties means that the 
element changes its length and shape when displaced to a curve ш the final position – the 


deformed shape. 


initial shape 


deformed shape 
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initial shape 


F 
"E ee 
| | | ~ deformed shape 
l Al 
єс = a — elongation (deformation) of the element 


* preconditions about displacements and deformations: we presume that the 
displacements are small according the dimensions of the element and deformations are small 
according the unit. These preconditions allow us to write equilibrium conditions for the 
initial shape of the structure and also to neglect the small displacement of the structure. 


Equilibrium condition for deformed shape: 
YM,-o:M,-FucF,(l-v) 

Equilibrium condition for deformed shape if v ~ 0: 
»M,-o:M,-FucEF,l 

Equilibrium condition for the initial shape and у ~ 0 
(small displacement and small deformations): 
>М„=о:М„=Е,1 





+ precondition about the material: we suppose that the connection between stress and 
strain 1s linear so the Hook's law 1s valid. This 18 acceptable because of presumption of small 


deformation. 


linear law 
Hook's law 








c = Е=- Hook's law 
nonlinear law 
real curve 
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+ principal of superposition: The previous two preconditions allow us to use the principle 
of superposition. It may be stated as follow: The total displacement or internal forces at a 
point in a structure subjected to several external loadings can be determinate by adding 
together the displacements or internal forces caused by each of the external loads acting 
separately. 








M | id Му“ М » ix 
A, = А, + A, н В, = By + В, : м; = Wy + W, 


M, = M; + M,; Ме = М" + М" 
i Í 4 ! |. 4 
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Chapter 2 
Kinematical analysis of structures 


Determination of degrees of freedom: 


We know that each body situated 1n one plane has three degrees of freedom - three 
independent parameters determining its movement. By using support links we limit this movement 
possibility. So if we put on three special arranged support links at a body than it will be stable — 
without any movement possibility. In this way the body is able to carry different loads and we call it 
structure. Then as a response of the load in the support links appears support reactions we can 
determine. Structure with exact number of links 15 called determinate structure. If this body has less 
then tree links then some movement will be possible. Such a body 15 called mechanism. If we put on 
more then three support links on the body than it is indeterminate structure. 


у 
Ум " 
O АМ х 





X 
Plane body's degree of freedom One degree of freedom mechanism. 
(movement possibility): xy, Ум and о Possible movement is T 
ж | 
О x O - A 
Determinate structure (no movement Indeterminate structure (no movement 
possibility) able to carry some load. possibility) able to carry load. 


In case we have no опе body but several numbers, the degrees of freedom 15 depending of 
the body’s connection and supports. The way to calculate of the degrees of freedom in such 
complicated structure 1$ following: 

If there are no one element closed loops: 

и=За-2-а; 
where: 
w 18 degree of freedom (mobility); 
d 1s number of bodies (elements); 
k 1s number of one-degree-of-freedom kinematic pin joints; 
а 15 number of support links. 

The numbers of k is calculated by the formulae: k = d —1, where d is number of the 
connected at the pin joint elements. 
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We show some examples for determination of degree of freedom. 
In the following example we have closed loop but composed by two elements. 





If there are one-element-closed-loops: 


w=-(3m-k ) 


where: 
m is number of the closed loops (including the basic disk — ground (terra)); 


К 15 number of one-degree-of-freedom kinematic pin joints. 
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In the case of the rod structures (trusses) we may use the next formulae: 
w=2k'-d-a 


where: 
dis number of elements; 


К” 18 number of hinges; 
а 15 number of support links. 


d=13;k=8;a=3 
w=2.8-13-3=0 


And finally in the case of chains we have: 
w=d-2 
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where: 
d 1s number of elements; 


d=3:w=3-2=+41 


On previous examples we saw that the number of degrees of freedom w may be positive, 
negative or zero. So we distinguish three different cases for w: 


w > - the system is mechanism. In the case of mechanism we don’t have a structure carrying апу 


load; 
w =O - determinate structure. We have a structure and it is possible to analyze it with only 


equilibrium conditions. 
w < 0 - indeterminate structure. We have a structure and it is possible to analyze it with equilibrium 


conditions and additional equations. 


In this first stage we will analyze only determinate structures namely structures with w = 0. 


Basic kinematical elements and links: 


It's known that if we cut the body of the beam par example, in the cut sections there are three 
body force shown on the figure: 


А | cut А. 


М М 
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It is useful for some structures to construct different type of connection between the disks like pin 
joint we has shown and some other displayed on the next figure. These types of connection are 
called releases. 


ps E ki 
pin joint (hinge) — — rb 


М – release О – release M release 
—ps x1 у wee) 0 
О О 
In this section there 1s по In this section there 15 In Hed section iu is 
bending moment - M no shear force - Q no axial force - № 


+ basic kinematical elements – cantilever beam, simple beam and dyad. They are simple, 
stable determinate structure and we use them for composing complicated systems. 


= = 
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The dyad is stable only if the three joints are not lying on one and the same line. If they are then the 
dyad is unstable and we call it “singular dyad". 


LA А 


——> 


cantilever beam, 
W = 0; stable system. dyad, 


A | simple beam, 


W = 0; stable E 
w = 0; stable system. 


singular dyad, w = 0; unstable system. 


We may distinguish three types of basic kinematical links (elements) for composing structures: 


* kinematical links Type 1 - this link carry only axial load if there 15 no transverse load. 


-р-4- 


w = — 1; indeterminate system. 


+ kinematical links Туре 2 - this link carry axial and bending load and has one fixed апа 
one pin support. 


w = — 2; indeterminate system. 


* kinematical links Type 3 - this link carry axial and bending load and has two fixed 
support. 


w = — 3; indeterminate system. 


Kinematical analysis of determinate structures: 


By using basic kinematical elements, links and chains we may compose different 
complicated structures. With the upper formulas we control if the composed structures are 
determinate or not. But it 15 possible construction to be determinate and to be mechanism at the 
same time. This phenomenon we call kinematical instability and such a system — mechanism. So the 
upper formulas give us information only for the number of the links but not for the kinematical 
stability. That is why we need a kinematical analysis. In the fowling example we show this 
phenomenon. 


„12 = 
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= а= k=l as=s4 
/“. О) и=3.2-21-4= 


а=>2;К=1;а=4 
w = 3.2— 2.1 - 4 = 0 – the system is stable. 





? 


Another possibility of this phenomenon 15 instantly unstable system. Instantly unstable 
because after some displacement the system came stable but therefore not good for design. 


а=>2;К=1;а=4 
w = 3.2 — 2.1 — 4 = 0 — but the 
system is instantly unstable. 


After some displacement the 
system is stable but not good 
for design. This system is 
called “singular dvad". 





small displacement 


The kinematical analysis consist a way of composing the complicated structure. If we use 
only stable basic elements like a cantilever beam, a simple beam or a dyad the result should be 
stable structure. 


(3) Q Y B^ 


В Ж---- 
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The kinematical analysis of this structure 1s the next: At first we have only the earth (terra). 
After that we construct the cantilever beam (element 1). It 15 stable structure. Point A already exists. 
On the next step we construct the dyad 2.3. This dyad 1s based at point A on the cantilever beam and 
at point В on the earth. The дуаа 1s also stable structure. Last step 1$ composing of the simple beam 
4. It is based on the dyad at point C and on the earth at point D. This explanation of the kinematical 
analysis we write ш the fowling way: 













KA:[T *l( w 0)*- 2.33 w = 0) - 4A.DD'( w 0 )Ј( у= 0) 


NET 
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Another example - compound beam: 





KA:[T +1 w-0)42.BB(w =0)+ 32DD'(w 20)]( w -0) 


The compound beam is composed by one cantilever beam and two simple beams, all of them lying 
on one line. Beam 2 15 based on beam 1 and on the roller support ВВ”. Beam 3 1s based on beam 2 
and the roller support DD’. Beam 1 1s supported only on the earth so this beam we call primary 
beam and the two other we call secondary beams. 


Depending on kinematical analysis we classify structures on two types: 
* Typel: structures composed only by using other stable structures: cantilever beam, 
simple beam or dyad. 
+ Туре П: system which consist chains and links. 

Previous examples were of type I. Now we will shall some examples of structures type II: 





КА: [Т +1.2.ВВ (у =+1)+3(К м =-1)+4.5( w = 0) + 6.ВВ (у = О) (у = 0) 


This system consist chain and link. So it 1s not sure if the system 15 stable or not. It 1$ necessary to be 
made additional verification. 


There are four typical ways for composing different structures: 


+ way I: compose structures only by using cantilever beams, simple beams and dyads 
starting of the earth (base disk). 

Using this way we have structure type I and we are sure it 1s stable structure. 
+ way II: compose structures only by using simple beams and dyads but using one of the 
disks for base element. As a result we have composed a stable close loop. After that we base 
it on the earth. The kinematical analysis in this case has two stages. The first composing the 
closed loop and the second composing earth based structure. 


- 14- 
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First stage: КА: а = [1+ 2.3( w 20)]( w 2 0) 
Second stage: | [T + a.AA'( w 0)*- A.BB'( w 0 )/( w 20) 


+ way Ш: compose structures by using cantilever, simple beams, dyads and chains and 
links. In this case we use terra for a base of the structure. As a result it 15 not sure if the 
structure 15 stable or not. It is necessary to make additional analysis. 


| ехо C (2) D 
(2) 


01 XB 4 
с 


КА : [T + 0 w =0)+2.3ВВ (у = +1)+ (у = –1)+4.рр (= О) (у =0) 


+ way IV: compose structures by chains and links. In this case we use some of the disks 
for a base element. The kinematical analysis is in two stages. As a result it is not sure if the 
structure 15 stable or not. It is necessary to make additional analysis. 







| a © 










А 
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First stage: КА: а = [1+ 2.6.7.3( w = 42) + A( w =-1)+5( и = –1) + 8.9( w 20)]( w = 0) 
Second stage: | [T * a.BB'( w-0)]( w 20) 


Let us consider in details a way of support of a simple beam and a dyad. The simple beam 15 
composed by one disk and three support links like it’s shown: 


-15- 
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In case a) the direction of support links / and 2 intersect in common hinge А“ as a rotating point but 
support link 5 obstruct this rotation so the structure 1s stable. In contrary in case 5) the direction of 
the three support links intersect at on and the same point – the common hinge А“. As a result the 
rotation is possible and the structure 18 unstable. 


As we know the dyad 1s composed by two disks connected by a hinge (common or not) and 
supported by two fixed support (one fixed support 15 composed by two intersected support links). 


b) AZ? 





In case a) the dyad has two fixed supports at the common hinges А“ and В“ and one real hinge С 
between the disks. The three hinges А“, B“ and С are not lying at one line, that is why the dyad is a 
stable one. The same situation is in case b) but the common hinges А“ and С are at infinity. In cases 
c) and d) the three hinges аге lying at one line and that 15 the reason the dyad 15 unstable. The 
difference is that in case d) the common hinge C is at the infinity but as is known all horizontal 
lines intersect at the horizontal infinity and all vertical lines intersect at the vertical infinity. 

If we know enough about principles of structural composing and common hinges we may answer 
the question “Is the construction stable or not?" very easy some time as in the following cases: 


- 16 - 
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At the first glance at the pictures one may say that these are very complicated structures but 
after that it should be clear that at figure a) we have three-hinged beam and at figure 5) it is a simple 
beam. At figure a) the two triangles are close-loops and have a sense of one disk each of them. 
These two disks are connected with two links crossed at meddle where is the common hinge. The 
left tnangle — disk 1s supported by two links crossed at one point. This point 1$ actually fixed support 
for the disk. The right disk 1s supported directly by fixed support. At figure 5) the two triangles 
compose one close-loop disk which is supported by one link (in the left) equal to roller support and 
one fixed support at the horizontal infinity composed by the two horizontal links. So at the result we 
have simple beam at figure b). As well as we know that these structures are simples we can be sure 
that they are stable if they agree with upper rules. This way for analyze structures 15 very convenient 
in most cases but there are some situation іп which it isn’t possible to use it. That is the reason to 
perform common method for analyzing complicated structures for there determination and stability. 


Common method for kinematical analysis of determinate structures: 


Before we present the common method we should explain some kinematical theorems and 
determinations. 

» Major pole of rotation: This is the pole around which rigid body rotates. Fixed supports are 
usually major poles. 

» Relative pole of rotation: This is a point around which two rigid bodies relatively rotates. 
Middle and common hinges are usually relative poles of rotation. 

» First Theorem: If we have a mechanism of two connected bodies so they have major poles 
each of them and one relative pole. Allays these three poles (the two major and one relative) 
are lying at one line. 


major pole relative pole major pole 


(1) O (1.2) (2) (2) 


» Second Theorem: If we have a mechanism of three connected bodies there relative poles are 
lying at one line. 


-7 
- 
- 
a= 
- 


-7 
- 
- 
-= 
- 


According to the second theorem somewhere к, 
on this line the relative pole (1,2) is lying! na u 





According to the first theorem somewhere on 
this line the relative pole (1,2) is lying! 
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As it's shown at the figure using these two theorems we may find the position of some pole 
which is not obvious at first. Additionally we may write these conditions in the following 
provisionally way: 

(1) + (2) = (1.2) 
(1,3) + (3,2) = (1,2) 


This “equation” should be red аз: The major poles (1) and (2) of the disks 1 and 2 determine 
a line on which the relative pole (1,2) should lie. The relative poles (1,3) and (3,2) determine a 
line on which the relative pole (1,2) should lie. The cross point of the two lines determine the 
exact position of the relative pole (1,2). 





| => (1,2) 


» First Additional Theorem: If one major pole appears at two points at the same time then 
the pole do not exist. When one major pole don't exist then the corresponding body do not 
moves. 

» Second Additional Theorem: If one relative pole appears at two points at the same time 
then the pole do not exist. When one relative pole doesn't exist then the corresponding 
bodies do not relatively moves. They move like one and the same disk (body). 





A^ (p) 


In this example the major pole (2) should lie at a line determinate by poles (1) and (1,2) but 
at the same time it 1s known the exact position of this pole (at the right fixed support). Hence the 
major pole (2) appears at two different positions so do not exist. As a result the disk 2 doesn't 
moves. Owing to this the relative pole (1,2) becomes major pole (1). But this pole already exists 
so the disk 1 doesn't moves too. 

In the other hands the relative pole (1,2) should lie at a line determine by poles (1) and (2) 
but its exact position is known by the middle hinge. As a result pole (1,2) do not exist. In 
consequence disks 1 and 2 moves like one disk. But this one disk has two major poles at the two 
fixed supports. Hence this disk hasn't a major pole. Thus the disk doesn't moves. 

Actually the shown system 1s дуаа and as we know 15 stable. That is why poles of movement 
do not exist. But this is very good example to show haw the additional theorems works. This 
example also shows that the theorems of kinematical mechanism can be used as a source for 
verification of structural stability. Thus follows the common method for kinematical analysis. 

First we make Determination of degrees of freedom. If the structure 15 statically determinate 
we continue with the next step: kinematical analysis — the way of composition. If the structure 1s 
composed by using firs or second way of composition then it is known the structure is stable and 
more verification isn't needed. If it is used third or fourth way then verification for stability 1s 
needed. If it is possible we may identify the structure as an elementary one — simple beam or 
three-hinged frame — dyad like it was shown previously. If not we continue with the common 
method of verification. 


-18- 
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> Common method for kinematical analysis. 

1) Weremove the last link composed according to the kinematical analysis. The two 
ends points of the link determine a line we call it a-b. 

2) The removed link has connected two other disks. We compose the plan of the poles 
and find the relative pole to these disks. 

3) If this relative pole is lying at the line a-b then the determinate structure is instantly 
unstable one. If the relative pole isn't lying at the line a-b then the system is stable 
and we may determine reactions and internal forces caused by some loads. 


Example 1: Make full kinematical analysis of the structure. 


b 


1. Determination of degrees of freedom: w = 3d — 2k — a. 





d=4;k=4;a=4 = у —3.4—2.4-4 212-1220 
w = О = The system is statically determinate. 


2. Kinematical analysis of the structure: 
IT +1.2.3(w = +1) + 4(w = -D Kw = 0) 


The system is composed by using chains and links (way IV); therefore it 15 second type 
structure. It is necessary to make verification for kinematical stability. 


3. Identification of the structure as an "Elementary system with common hinges": 
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This system can be considered as an elementary one. It is "three-hinged frame" type, with 
two real support links, called A and В and a common medial hinge С“. The three hinges are not lying 
at one and the same line, so the system 15 stable. 

It is not needed but we will show the common method of verification. 

4. Verification for kinematical stability by the common method. 
1) At first we remove the last link according to the kinematical analysis — link 4. 


IT +1.2.3(w = +1) + 4(w = -D Kw = 0) 


2) Wecompose the plan of the poles. Searching for relative pole (/, 3) — the relative 
pole of disks, which were connected by the removed link: 


(1) d (1,2) 


7 @ (0&0 -(03 


(1,2) Е (2,3) = (1,3) | (1,3) —> ОО 





The serched relative pole (7, 3) is at the vertical infinity. 
The relative pole (1, 3) is not lying at the straight line a-b, so the system is stable. 
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Example 2: If the two connecting disks of the upper system are vertical, it is transferred into ап 
instantly unstable system. 


B P 
The kinematical analysis 1s the same as the previous one. 


IT +1.2.3(w = +1) + 4(w = -D Kw = 0) 


1. Identification of the structure as an “Elementary system with common hinges”: 









This system can be identify once again as an elementary system with common hinges and “three 
— hinged system" type with two real and опе common hinge. In this case the medial hinge С is on 
the vertical infinity, so three hinges are lying at one line (all parallel lines are crossed in one point to 
infinity). If the three hinges (A, B and С) are lying at one straight line, then the system is an 
kinematically unstable. 


2. Verification for kinematical stability by the common method. 
a. Remove the last link according to the kinematical analysis – link 4. 
IT +1.2.3(w = +) + 4(w = -D Kw = 0) 


b. Compose the plan of the poles searching for relative pole (1, 5) – the relative pole of 
disks, which were connected by the removed link: 
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(1) | 
ШЙе---- 22-де 


| 
| 
| 
© (0409-03 
| 
| 


(1,2) + (2,3) = (1,3) | (1,3) — © 
- : (2,3) 


~ 
=e о = = = == ы жа m шш m шы m шш в шш шз шз ш шш шз өне 7” 
-` - 


The serched relative pole (7, 5) 1s at the vertical infinity again. 
In this case however, the relative pole (7, 3) is lying at the straight line a-b, so the system 1$ 
instantly unstable. 
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Chapter 3 
Analysis of elementary structures. 


In this chapter, we will consider the procedure of analysis of elementary structures like a 
simple beam, cantilever beam, dyad (three-hinged frame) and compound beam. For this reason, first 
of all remind the definition of a force and a moment of force to some point. From the physics, it 1s 
known that the force 1$ a vector, which has a sign, direction, and value and application point. The 
force is a representation of some load, which causes damages (deformations and displacements) of 
the body on which act. If the force acts at arbitrary direction, we may decompose it at the two mane 
directions — horizontal and vertical as it's shown on a figure. The action of the decomposed force 1s 
the same as this of the whole one. 


idi Р, 





The force components аге: 
F, =F cosa 


Е, = Езша 
Also for the force components we have Фе following dependencies: 


F 
-fF =F and F =F,” 
F, b b a 


The moment of the force related to the point A may be calculated by following different 
ways According to the figure: 


М, = Ер; 
М, = Е, Б; 
М, = Ка; 


М, =Ё,.У+Ё,.х 


The frequently used ways are the first and the last ones. In the second and the third cases 15 used the 
translated forces along the directrix of the force. 

Furthermore when we talk about internal forces in a beam element then the forces and the 
moments are integral (a reduction) of the stresses acting in the center of the cross section of the 
beam. When the beam 15 under planar load the as an internal forces we have two forces: axial and 
transversal and one moment. Their positive positions are shown at the next figure: 


NUM 
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О 
In our next explanations, we will show it in the simple way as following: 


M M 





Q Q 


From the physics is known that all actions have counteractions. Therefore, if we know the 
moment and the resultant forces of the load we may say the values of the internal forces of the beam 
element, because they are equal. Actually if we know the support, reactions and loads we just needs 
to compose the three equilibrium equations for the cross sectional point and will find the values of 
the internal forces as it is shown at the next figure: 





У Hes A, -* N 20 N --A, 
oy ep: А,-О-0-0-А, 
УМ, =0: А, а-М =20—М = Аа 


Along with we always may determine the internal forces at each character point of the beam. 
In addition, if we know some rules we may compose the internal force diagram. Some of these rules 
are as follow: 
1) At force load point the internal moment diagram has a kink and a shear force diagram has a 
jump; 
2) If some section of the beam hasn't any load then the internal moment diagram is linear and 
shear force diagram 1$ a constant; 
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3) If some section of the beam is under distributed load then the internal moment diagram is 
parabolic of second degree and shear force diagram 15 linear; 


Next table illustrates these and some other rules briefly: 


Shear Diagram 
f 


P 
ink at point P jump at point P 


P 


ШШ 


constant 


Титр at point P 


parabolic function linear function 





Now it will be illustrated procedure of analysis of some elementary structures: 


1. Support reactions. Before the member is “cut” or sectioned it is necessary to determine the 
member's support reactions so that the equilibrium equations are written for the whole member. 
2. Internal force diagrams: The members should be sectioned or “cut” at specific points and 


equilibrium equations should be written for the separate part for determining internal forces and to 
compose the internal forces diagram. 


Example 1: Simple beam under point force load. 


F 
Ан 
Ау | 12 1/2 Ву 
1. Support reactions. 
УН =0: A, =0 
УМ, =0: В.1-Е.5=0 9 B =£ 
УМ; =0: 41-Ғі-0-4-5 


2. Internal force determination. The beam has two sections апа one specific point at the 
middle of the beam to find the moment and shear values. 
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к) 
Б 


-0; М—А L-E 1-Е 
2M =0: М =А.. 57 | 
The internal moment is positive because the lower bands are bended. The moment diagram 
should be plotted at the bended side of the member. The moment diagram 1s linear with a kink under 


the load point. 

About the internal shear force, we have two specific points at the middle of the beam, one 
next before the force end the second next after the load force. The reason of this 1s to determine the 
jump in the shear force diagram as it 1s illustrated 1n the up table. The shear force diagram 1$ а 
constant with a jump under the load point. 


next before the load force: next after the load force: 
F 


—| 4 
| 1/2 | [/2 
Е/2 /2 
Е 


ХУ =0: 0'=А=5; 5У-0:0-А-Е--Е 


The normal force is zero because there isn't any horizontal load. 


3. Internal force diagram. 



















Ін 


ЕШ 


Е/2 


Example 2: Cantilever beam under distributed load. 
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In this case, it 1$ not necessary to determine the support reactions because the right side of 
the body is free of supports and it is possible to cut and to separate the right-hand side part of the 
member and to determine the internal forces. The distributed load loads the cantilever beam so that 
the internal moment diagram should be parabolic function. There are needed three values for 
plotting the diagram. The first one can be the free end of the beam, the second one 1$ at the middle 
of the beam and the last one 1s at the support. 

The shear force diagram 1$ linear and it 1s sufficient to determine its value at two points — at 
the free end and at the supported end of the beam. 








2) q 3) q 
M (Е M 
1/2 О=0 l 
the middle point the supported 
үле ed end of of the beam p point of the beam p 
е осат а ql? 
УМ =0:М + 15-4 =0:М=- 5 УМ =0:М+ 4..5 -0:M =-$- 


> У=0:0-–а1=0:0=а1 


1. Internal force diagram. 





Example 3: Three-hinged frame. 


h/2 


h/2 





1. Support reactions. 


The three-hinged frame has two support reactions at each pin support. It 1$ possible to write only 
three equilibrium equations to the whole frame but there are four reactions. It is necessary to find 


Эт. 


www.EngineeringBooksPdf.com 


one more equation. The best equation in this case is a moment equation about the middle hinge. Тһе 
reason of this 15 that we know the moment at the hinge point 15 zero. When we write this equation, 
we take one part of the frame — the right one ог the left. If we take the right one we use the left part 
to verify the results. If we take the left one, we use the right for verification. This is illustrated 
bellow. 


Equilibrium equations for the whole frame: 
h b 
УМ, = 0: 2” + 4.1. ш> – В, (a+b)=0 >В, =- 


Ум, = 0: ғам -412 A, (a+b)=0 >А =... 
УН=0: А, +Е- В, =0- В, = А, +Е 
The case of frames with pin supports on one level 1$ easier because from the first two 


equations we can find directly the values of the vertical support reactions. 
Equilibrium equation for the middle hinge of the frame (the right-hand side): 


h/2 





EML-0: -F.2+4,.a-A,h=0 A 
B,=4 +F > В, = ·-- 


Verification of the results: 
Equilibrium equation for the middle hinge of the frame (the left-hand side): 


YML50:M +412 - Bb B.h-0 
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Equilibrium equation for the whole frame: 


YV20:A, –941+ В, =0 


As we know the correct values of the support reactions, we may compose the internal forces 
diagrams. In the present frame, we have 5 segments (shown on the figure bellow) for which we 
should determine these diagrams. Consequently, we have at least 10 specific points for the shear 
force and 7 for the moment because we know the moment value at the hinges 1$ zero. The major 
specific points are shown on red at the scheme bellow. 


h/2 


h/2 





Actually, we may compose the internal moment diagram using only 3 specific points and 
using this diagram we compose the shear and normal forces diagrams but if we know all 
characteristics of the internal forces which will be explained in the next chapter. 

Composing the diagram, we cut part of the frame and separate it. After that, we calculate the 
moment the shear and normal forces at the specific point. The way of separating of the frame for 
some of the specific points 1s shown at the figure bellow. 


h/2 


h/2 
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More details about diagram composing will be shown in later. Now will be demonstrated the 
difference when the pin support of the frame are at different level. The mane procedure of solution 
is the same as previous with only one different aspect, namely that we cannot find directly the 
support reactions. In this situation we have system of linear equations. 


(] 
О 


С 
ћ/2 
Е 
ћ/2 
А, | 
М 
С А, 
e 
a b B y B, 


One way for determining the reactions 1$ as follow: 
>УМ,=0: FAM +41(а+2)- B.(a b) Bic = 0 
УМ; =0: ЕЛЕМ ~ql.2+A,.(a+b)+A,c=0 
>УН=0:А +Е—В, =0 
УМ! 20: - FAL A a- A -0 

Verifications: 


YML50:M +412 — Bb B.h-0 


YV-0: A -ql+B,=0 
Another way is similar as next: 
УМ, =0: FI M +ql(a+8)-B,(a+b)+B,c=0 
УМ; =0: ЕЛЕМ –а19+А (a b) * А с=0 
УН =0:А+Е-В,=0 
УМ-=0:М +ql.2—B,b+ Bh -0 


Verifications: 


У М!=0: -FA+Aa А h=0 
УУ=0: А, –941+ В, =0 


The difference 1$ only at the fourth equation and the first one at Фе verifications. Every four 
equilibrium equations are useful for determination of the support reactions and at least one equation 
verifying results. Therefore, these two variants are not only the possible. Nevertheless, one should 
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be always careful with a partial equations and one should know that only 3 equations сап be 
written for the whole system! The composing of the internal forces diagrams is the same. 


The next modification of the three-hinged frame 18 the tied three-hinged frame. We will illustrate 115” 
solution. 


h/2 





One of the supports of this frame 15 roller and another is pin. As addition 15 added a link of 
type I with only one internal force — the normal one. That 1s why the three equations for the whole 
system are enough for reactions determination. Whit using the partial equation we determine the 
normal force at the link. 


ХН-0:Е-В,-0->ВБ,-:- 
>УМ,=0: ЕЛЕМ +ql.(a+2)-B.(a+b)+B,.c=0> В, =- 


2 2 
DM, =0: F.A+M – 415 « A (ac b) -0O А = 


УМ! =0: - F.A Aa- N.(h-d) =0— N=- 
Verifications: 
YMLS0:Ma« ql. — B,.b+N.(h—d)=0 
УУ=0: A, -а.1+ В, =0 
The composing of the internal forces diagrams is the same. 
Example 4: Compound beam: 
As it is known from the kinematical analysis, basic and secondary beams compose the 


compound beam. The secondary beams transfer the loads to the basics ones. That 1s why we first 
analyze the secondary beams and with their support reactions we load the basic beam. 
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1. Support reactions. 


Beam CD - simple beam: 


>УН=0: С, = 
УМ =0: C A, - qh =0 С, = + 
>УМс=0: D.4, а, =0 + D, = 4 
Beam AB - simple beam with overhangs: 
>УН=0: A, =0 
УМ, =0: 


A4*M «S -0 A =-(м + үр 


> М, =0: ““(,%,)-М-ВЬ-0->В-- 


Beam РА - cantilever beam: 


SH =0: P 20 
УМ =0: АДЕЛ +Мр=0 > Mp == 
УУ =0: Б-Е-А=0>Р=... 


2. Internal force diagram. 


The diagram composing makes for every beam separately and after that, we join them for the 


whole compound beam. Here we show only the shape of the final diagrams because the exact values 
are not so important at this moment. 
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Chapter 4 
Shear and moment functions. 
Analysis of structures type I. 


As it is known from the "Strength of materials", there is a connection between the internal 
moment and the internal shear force at a beam element. As a basis of this connection, we will discus 
some characteristics of the moment and shear diagram. As we say already if one know this 
characteristics may compose these diagrams without any problems and with a few calculations and 
as most important on can check if the composed diagrams are correct or not. 


Connections between distributed loads, shear and moment functions: 


dO 


P = —É (x) 
Slope of shear | ) intensity of 
diagram | | distributed load 
aM - Q( x 
dx 


slope of moment 


di l- 1 shear function 
iagram 


The first equation states that the slope of the shear diagram at a point 15 equal to the intensity 
of the distributed load at the point. Likewise, the second equation states that the slope of the moment 
diagram 15 equal to the shear at the point. These equations can be integrated from one point to 
another between concentrated point or couples and as a result we have as follow: 


AQ = -| q(x Јах 


changein | J area under distributed 
shear | | loading diagram 


М =|O(x)dx 


change in area under 
moment | | shear function 


As it 1s noted the first equation stats that the change in the shear between any two points on a 
beam equals the area under the distributed loading diagram between the points. Likewise, the next 
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equation states that the change in the moment between the two points equals the area under the shear 
diagram between the points. If the area under the load and shear diagrams are easy to compute then 
these equations can be used for determining the numerical values of the shear and the moment at a 
various points along a beam except points with a concentrated force or moment. The next table 
illustrates the application of these equations for some common loadings cases. The slope at various 
points 15 indicated. Each of these results should be studied carefully so that one becomes fully aware 
of how shear and moment diagrams can be constructed based on knowing the variation of the slope 
from the load and the shear diagram respectively. 


Shear Diagram 


М, slope = 0 
M, 0, еее, 
slope = О; r 


slope = О, 
positive constant slope 


slope = 0 
м TT pereza slope = 0 


zero slope zero slope 


zero slope 


M, 
slope = О; 


slope = О, constant slope 
positive increasing slope 


M, 
slope - Qi 


slope = О, 
positive increasing slope negative decreasing slope 


M, 
] ЛИН slope = - 42 
slope = О; p О, 


slope = О, 
positive increasing slope negative decreasing slope 





As an addition helping information we will explain the usage of a method of superposition 
for composing the diagrams. We already notice above that one system loaded by more then one 
loads can by solved for every one of then separately and the result is a sum of all separate solutions. 
The next figure illustrates shortly the principle of superposition: 

In this case we have simply supported beam loaded by a point force at the middle and two moments 
at the two ends of the beam. The moment diagram from these loads is shown at the right top of the 
figure and the separates loads and diagrams are shown bellow. 
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М, 
Ан 


——ЕА Бу4-(М+М„/2 
м V2 V2 ls. 





FI/4 
+ M, м2 + M, 
A H А А Ан 
——> —— 
Ау 1/2 1/2 Ву Ау 1/2 1/2 Ву 
+ 
М, + М, Му2 
Ан (z А Ан ] A 
— 
Ау 1/2 1/2 Ву Ay 1/2 1/2 Вү 


As one can see the two moments, acting at the two ends of the beam can be considered 
together and if we know their values, it is very easy to compose the diagram. It is always a 
trapezium as it 15 shown bellow and the middle value of the diagram equals to the middle value of 
the trapezium. Therefore, if we know that for the above simple beam is only needed to add the 
diagram from the point load to the trapezium and the summary diagram will be computed. 


M, M,/2 M, 
Ан А X) Ан 


----> ——— 
Ay | [/2 [/2 | Ву Ау [/2 1/2 Ву 


+ 
М, + М, Му2 
Ан (z А Ан ] A 
——- 
Ay 1/2 1/2 Ву Ay 1/2 1/2 Ву 





Мү-М,/2 


( 
Ay| 12 1/2 By Е 1/2 7 1/2 n 
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Now we will continue with another aspect of the usage of the superposition principle. Let us 
consider a beam element type III as it 1$ shown at the next picture. Let us consider we know all 
support reactions caused by the point load for example. Let us now compose the moment diagram in 
the beam element. 

Here all support reactions are known so the force system of the beam element produces zero force 
and moment resultant or in other words the system is in equilibrium state. The moment diagram is 
shown right to the beam element. Note that the same diagram will be produced by simple beam 
loaded by the same load system (including support reactions), because the load system 15 at 
equilibrium state.. In this case, the two horizontal reactions are included but they are equal and are 
not significant for the solution. 





M, 
M 
Ан | By 
— =—— 
Fl/4+(M/4+M,)/2 
ar | V i и | ey 
M, 
с“ Ву 
——> —— 
Fl/4-(Mr-M,)/2 
Ay | 1/2 1/2 А 
+ 
Ан Вн 
= <- 
Ay| I 1/2 В, Ау | |n. 
ЕІ/4 
(маму? 





Av] 2 1/2 By Ay| 12 1/2 By 


As a result, we consider a simple beam with known moments at the ends and a point load at 
the middle as in the previous example. Therefore, for composing the summary moment diagram it 1s 
enough to sum the middle value of the trapezium (received by the two moments) and the middle 
value of the moment diagram in the simple beam loaded by the point load at the middle point. Note 
that nowhere we use the vertical and horizontal support reactions. Only the two ends moment as 
support reactions are used. 

The moment diagram produced by these two ends moment we call *reference diagram" and 
we us it as a benchmark. The diagram caused by the external load (the point load in this example) 
we call “additional diagram". Superposing the reference diagram with the additional one, we receive 
the summary moment diagram. Note that the additional diagram 15 always at a simple beam. The 
next example illustrates this again. 

Let us consider a part of the frame loaded by the distributed load. Notice that 1 we separate 
this part it will be the same as a beam element type III as a previous one. Therefore, the summary 
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moment diagram can be produced as a summation of a reference and additional diagram if we know 
the two ends moment of the frame part. 


h/2 


h/2 


4Г/8-(М+М,)/2 





0, | lo 0, | ен lu 


Note that in this case again the internal horizontal and vertical forces are not included in the 
solution. Therefore, it is enough to know the two ends moment of the frame part. 

This usage of the superposition principle 15 the most powerful and faster method for 
composing the moment diagram. That is why we will use it further. 

The next step is the composing the shear force diagram with a faster method. This is very 
easy if we use the connections between the moment and the shear force. We already explained this 
connection and now we will illustrate its usage. 

As two important rules, we will mention the next: 

> The shear force is takes from the moment diagram as its’ tangent at a point (the shear 
force is equal to the slope of a moment at a point). 

> If the moment diagram is a rising function then the shear is positive and if the 
moment is decreasing function then the shear is negative. 

In most cases, the moment function 1s linear so the tangent 15 very easy to find and the shear 
function is a constant: 
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М.-М, 
О = tga = a 


а 
c = Ш 


constant shear diagram 





linear moment diagram 


If the moment diagram is parabolic function then we decompose it to a reference — linear and 
additional diagram and compose the shear force diagram using the same 14еа. The reference shear 
diagrams takes from the reference moment diagram as a tangent and the additional shear diagram 15 
a diagram at a simple beam: 


Mi 
M. 


parabolic moment diagram 


|| 
_ М. +М, 


Ч 
“| — [ШЇ ШШ 
М, + Mi 


constant reference shear 
diagram + 


О” = tga 


< 





reference moment 
diagram + 


41/8 
additional moment diagram 





summary shear 
diagram 


The normal force diagram composes using the support reactions and shear forces at the corners 
nodes. 


Analysis of structures type I. 


As we already know haw to compose diagrams faster and easier we are ready to analyze 
fully different complicated structures. First, we should make the kinematical analysis of the 
structure. The kinematical analysis consist a way of composing the complicated structure. If we use 
only stable basic elements like a cantilever beam, a simple beam or a dyad the result should be 
stable structure. If the structure 1s statically determinate and stable we may analyze it in way 
opposite to its composing. After that for the decomposed structure, we calculate the support 
reactions and summaryly using decomposed structure, we produce the internal forces diagrams. 
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Example 1: 


2 2 
10 
—— 
15 
3 








1. Kinematical analysis: 


IT + АА' 1.BB'(n = +1) + CC'(n = -1) (n = 0) 





The system statically determinate and 1s composed with using of chains and links, so it 1s 
second type. Verification of instantaneously unstable 15 necessary. The system can be identified like 
elementary one “simple beam" type. The directions of the three support links are not crossing at one 
point therefore, the system 15 stable. 


2. Support reactions. 


This system 1s elementary one that 15 why it is not necessary to decompose it. We may compute 
the support reactions and internal forces diagrams directly. 
Lets equilibrium equations be written for such a points if possible for which only a single 
unknown participate. 
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УМ .=0: 15+10.4.2+ В.5- 20.1=0 o В =–15 


АС 
УМ, =0: 15-104.2-С.5-204-0 > С = 35 
УУ =0: А-104-0 +> A=40 
Verifications : 
УН =0: 20--15-25-0 — 35-35-20 


УМ =0: 15-10.4.4- 35.2+20.1-15.3+40.6=0 ә 275 – 275 = 0 


For verification of support reactions we use usually at minimum one moment equation. As 
advise use such a point for wich participate maximum number of already determinate supports 
reactions. 


3. Internal forces diagrams. 


Moment diagram 15 organized by sections at characteristic points and the already explained 
properties of the diagram. In this system, the locations of the sections and their sequence are shown 
on the next figure. The separated sections are also shown. The shear diagram 15 produced using the 
moment diagram according to their connections and the normal force diagram is composed by the 
shear force diagram and supports reactions. At last we verifications are made using the corner nodes 
force equilibrium. 
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— 
1,5 
В = 15 
и а -p 
П т ЛУ 


Ш-Ш 





- II — II 
M = 40.1 + 15 = 55 





с==>) 
М=15 











О 


А = 40 
IV - IV У-У 
M =40.2 + 15 = 95 
М = 40.2 + 15 – 10.2.1 = 75 
4-10 
VI- VI 








М=15 
15 7 С = 35 
== 
MI К 
А4! ы i К, 
| a M = 35.1 = 35 


M= 
2 
AME 
5—7 
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VII- VII VIII — VIII ІХ - IX 
С = 35 
— —— 
М = 15.3 = 45 | 
к= Ки Мо == Е=20 2 
1 
F= 2 | 
? М = 35.2 «[15.3 — 20.1 = 95 
= 352 «[15.3 - 20.1 = 
КАШУ; 
M = 35.2 20.1 = 50 7 3 
В =15 
В =15 





Determination of the moment and shear diagrams for the parts loaded by the distributed 


loads. 


for the cantilever part: 


М? = 10 
a 20 
е 
P 





























for the cantilever part: 














Q^ = 10 


0 | ч | 
та £ 10.2 _ 


E | 











for the internal part: 
M? = 85 


























Б = 95 


M = 90 | 
2 





for the internal part: 























ОР = 10 
10 | 
_ жт О“ =f. 12-10 
20 e 
о 
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N 1 iu 
95 45 39 2 ~ y 
А 20 | У М=0: 95-75-20-0 
— 73 — = 95—95 =0 
75 = 
50 
40 95 
= 90 95 3 AD 
s( 
5 ‚ T —J4— | —4 5 | 
> M=0: 95 – 50 – 45=0) 
95-95-0 
ЕЕ 20 20 
—Ө— —Ө— 
2 
= — о 
d 
a 722,19 
3 33,28 40 iga = > = 1,5 
| а = 56,31 | 
Ea У Н =0: 33,28 соза – 22 195п а = 0 
| 18,460 -18,463 = 0 
У У =0: 40-20-20-0 
40-40-0 
AÉ = | 
2 "115 
33.28 15 
ОДИ ЛО omn 
УН=0: 15-1520 
5 x ; к > У=0: 0=0 
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Ехатрје 2: 











1. Kinematical analysis: 


a = |1 + 2.3(n = 0)|(n = 0) 





IT + a.BB'(n = 0) + 4.AA'(n = 0)|(n = 0) 


This system is statically determine an composed by using the second way of kinematical 
composing. Therefore, the structure is cinematically stable and should be analyzed in order opposite 
of the composing order. That is why we will analyze first disk 4 after that the common disk a, next 


the dyad 2.5 and in the end disk 1. 


2. Support reactions. disk 4: 


М = 15 








is |А 2 





—JM— 


УМ, = 0: 
УМ, =0: 
УН -0: 


verification : 


> У=0: 
У. М, =0: 


15-4220: A=7,5 
15+ 1,2 =0: 1, =-7,5 


7515—7535+15—0 
26,25 – 26,25 =0 - 45 - 
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У Ме =0: 202-1042-7,54-В4-0:В-22,5 
УМ, =0: 1042%202-С,4-0:  C,-30 
УН-0: C,=0 


Verifications : 


TV 20: 10.4+7,5+20-30-37,5=0 
67,5-67,5-0 





УМ,-0: 7,5.2+30.2-37,5.2 =0 
75-7520 





УМ, =0: 22,54-202- 0,4-0: №, =12,5 
УМ,-0: 30.4-20.2-E,.4=0: Е,-20 
УМ?“ =0: 20.2-30.2+Е,.2=0: Е, =10 
УН-0: D,=10 


Verifications : 





УУ =0: 32,5 +40 –20 – 30 –22,5=0 
72,5-72,5 =0 
УМ; =0: 32,5.2+10.2+30.2 – 22,5.2 – 








-102—402-0 
145—145 =0 


disk 1: In this disk there is any unknown that is why its’ equilibrium 15 only for verifications: 





T б е T Verifications : | 
УУ =0: 20+20—10.4=0: 
40-40=0 
УН =0: 10—1020 


YM,-20: 10.2-10.2+20.4-10.4.2=0 
30 – 80 = 0 
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3: 





Internal forces diagrams. 


20 20 
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Example 3: 


M и Е К Е И | 


NOI SAAS ХА 
Ab ни БН Ји вр ШУ Щщ и Lob. ed Llp 











RO SS С 


1. Kinematical analysis: 


The separation on parts of the compound beam into basic and secondary beams is shown on the 
figure above. The system has two basic and two secondary beams. The basic beams are / and the 
cantilever 4. Beam 5 and beam 2 are secondary. The whole solution 1$ shown bellow. 




















M F 4 M 
у тор | 1 12254 1/1; 1/1 1 1 1 121 
10 beam 3 : 
А УМ. -0: 
„л ` is 
к= Last 3 15.2 +10.2.1+ $5.22 0 
T 2 ` | | u | 
ANN qi _ 10.3 _ 15 % = –25 
2| 2 YXMs-0: 
beam 1: $,=15 15.4 +10.2.3-С.2 = 0 
УМ, =0 :15.5+10.2.4 + 20,1,5-15-B.3=0: | yyy мо С = 60 


В = 56,6667 
2 М; =0:15.2+10.2.1 — 20.1,5-15+1.3=0: 

















A= -1.6667 2 
20 51=15 
10 
15 күү 
NONUNN ANAN 
||“ = 1,6667 |» = 56,6667 
1 ay ` 3 / 2 > 











0 






15 17,5 
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Chapter 5 
Principle of virtual work for rigid body. 
Energy methods. 


Beams may be analyzed using the equations of static equilibrium and the method of sections, 
as illustrated. Alternatively, the principle of virtual work may be utilized to provide a simple and 
convenient solution. In this chapter we will illustrate for analysis of simple structures. At first we 
will explain the principle of virtual work for rigid bodies. 


Principle of virtual work: 


The principle of virtual work may be defined as follows: Consider a structure in equilibrium 
under a system of applied forces 15 subjected to a system of displacements compatible with the 
external restraints and the geometry of the structure. The total work done by the applied forces 
during these external displacements equals the work done by the internal forces, corresponding to 
the applied forces, during the internal deformations corresponding to the external displacements. 

Or more simple: When a rigid body that is in equilibrium is subject to virtual compatible 
displacements, the total virtual work of all external forces 1s zero; and conversely, if the total virtual 
work of all external forces acting on a rigid body 15 zero then the body 1$ ш equilibrium. 

The expression “virtual work" signifies that the work done is the product of a real loading 
system and imaginary displacements or an imaginary loading system and real displacements. 

Consider a system of disks, in static equilibrium state,that 15 why the resutant force roar all 


disks is zero.http://en.wikipedia.org/wiki/Virtual work - cite note-Torby1984-Offcite note- 
Torby1984-0 


i — is a number of disks. 
Summing the work produced by the force on each disk that acts through an arbitrary virtual 
displacement, ок, of the system leads to an expression for the virtual work that must be zero since 


the resutant force 15 zero: 


OW = УБ“ 07; =0 


In this equation the exprecion "the resultant force" means a total force — force and moment 
resultant. The same equation in more details: 


ôW = УК ба, + У М, бо; =0 
] ) 


ћеге: 

J is the number of forces or moments; 

ба is the projected displacement; 

F is the force working on the projected displacement; 
оф 15 rotation; 

M 1$ the moment working on Фе rotation. 
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The original vector equation could be recovered by using virtual work equation. That work 
expression must hold for arbitrary virtual displacements. 

If arbitrary virtual displacements are assumed to be in directions that are orthogonal to the 
constraint forces, the constraint forces do no work. Such displacements are said to be consistent with 
the constraints. 


od — full virtual displacement of the 
application force point; 


да — projected virtual displacement of 
the application force point; 





"m оф —virtual rotation of the rigid body; 

да = ód.cosa | 
m | г — ray of the force refer to point of 

Еда = F да.соз а rotation; 

да = К.до 

Е.да = Е.В.бо.сова и ter pog 

Р OW =F да = Fro 

К.соў =F 


Е.да =F roo 


Usage of the principle of virtual work for determination of reactions or internal 
forces: 


Procedure of analysis: 
1) Remove the link, which holds the searching reaction or internal force; 
2) Impose a virtual displacement to the system; 
3) Write a virtual work equation and determine the searching reaction or internal force. 


When impose the virtual displacement (rotation) we use the plan of the poles (if it is necessary) and 
express all rotations and displacement as a function of the virtual one, therefore we should have only 
one unknown parameter — the virtual displacement. 

Example 1: Determination of the support reaction and internal forces for a simply supported beam 


loaded by point force. 
Е 


It is possible to use only forces or moments for writing the virtual work expression. 
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pos 
Using projected displacement: 0W => F.d =F. [- да) + В,.0=0 > В, = - +- = га 


Using the rotation v: ОЙ’ = У М.д =В, [6 — F .a.p = 0 В, = т = га 





Similarly, as shown at next figure, the bending moment produced at point P Бу Фе applied load тау 
be determinate by cutting the beam (removing the link) at P and imposing a unit virtual relative 
rotation of оф = 1. Evaluating internal and external work done gives: 


F (20, = 9. год = 2 _+6= ated, 
м? "р | а 


% 
© 
11) 


о; tga, =a = 0 => д = а.Ө 





V 


Р о У HU a = ба 
V a Е | 2 
ӧр=1 |Ву 


OW = ОЙ, + ôW., =0 > ôW, = —0W, 


ext int ext int 


ôW, -Fó-Fa 


OWin —-—-M'.a — М". = -M*8 – M* а? = -м'ө(1+4) 7 -M"0 5 


Fa0 = МРОТ 
a.b 67 


Ба =M” > M? = F% 


When the direction of the force and Фе dispacements аге at the same then the work done 15 positive 
when they are oposite the work done 15 negative. When the direction of the moment and the rotation 
are at the same then the work done 15 positive when they are oposite the work done 15 negative. 

If we want to evaluate the shere force at point P we should cut the beam (removing the link) 
at P and imposing a unit virtual relative displacement of д = 1. 


|; dà и д, | 
0-95 6 = >=> = 0 
а 


и = 0, = 6 


д | | 
—=а =9 ә дӧ = ад 
а 

д, 


= => =0 >å = Б.Ө 
b c | 
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At the first solution we will use the virtual displacement д = 1 as a parameter in the equation. 


The external force we will impose at the left side of the beam and will receive the right side internal 
shear force. This solution is done bellow: 


ОЙ’ = -oW,, 
oW, = -Е 6, = Ed 


Wn = -Q^à - 074, =-О” 4-9" = -gr (4 +8) - -or 


At the second solution we will use the virtual displacement 6 = 1 as a parameter. The 
external force we will impose at the right side of the beam and will receive the left side internal 


shear force. In this case we use the fact that the two lines of the displaced form of the beam are 
parallel. This solution 1s done bellow: 


OW nn — -oW,, 
5’. =F 6, = ЕЬӨ 
5W,, = -Q^à – 06, = Q^ ад — О?ЬӘ = -Q^ (а +ђ)0 = 010 


ЕЬ0 = 010 S Q^ = Ра 


Example 2: Determination of the internal moment for а three-hinged frame using the plane of the 


poles. 
Д 10 
Р С 
2 1 
20 
2 
А, J 
| А, 15 
() 

2 4 В, В, 


First we sould compose the plan of poles. It is shown at the next picture with the blue lines and all 
nessacery dimensions. How it mades we already discused. 


% 
“ 
~ 


0) ІК = 4.4 
е о as % 1,429 
4 = 10 


ПРИ РИМА РУМ МР АНИ лл EEE EEEE т ó к 
КӨШ 
М? < 
2 % 


- 
бы 
- 


~ 


Ó 


о 
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The next step is to determine how disks rotates when impose the relative rotation at point P now it is 
point (1,2). The displaced shape of the frame 1s shown with the green lines at the figure bellow: 





Using showed geometry 15 determinate the rotation of the disk 2. 


3 = a, >r = (1)(L2).a 
Q3 = а —> r = (2)(1,2).% 


= (1)(1,2).a, = (2)(1.2). > а, = 0029 


(2)(1,2) " 


This formulae may be used for every two disks апа can be written generally for any disks n and т as 
follow: 





т) о 
(т) (т) ^ 


here: 
(n)(n,m) is the dimension of the segment between the mane pole (n) and the relative pole (m,n); 


(т) (п, т) is the dimension of the segment between the mane pole (т) and the relative pole (m,n); 
о, 1$ the rotation of disk т; 


а, 18 the rotation of disk л. 


Using this we determine all rotations at function of one of them as follow: 

















a, =0 

_ (002) | 

-(2)0,2) ^ -5 Т к 

_ (U3) 

7037012)“ 23072087 
Verification : 

_ (2) (2, m _ 1,2197 4.20 20,80 


(30.3) ^ 6,4031 
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If we are not sure about the directions of the disk rotation, it 1s easily to choose a positive 
direction of rotation. For example, let choose the clockwise direction for positive, then each force, 
which rotates at such a direction related to the mane pole of rotation, will have a positive work done. 
Opposite, each force, which rotates at anticlockwise a direction related to the mane pole of rotation, 
will have a negative work done. If the moment rotate at clockwise direction will have a positive 
work done and opposite 1f moment rotate at anticlockwise a direction will have a negative work 
done. 

After all, we may compute the internal moment at point P for the three-hinged beam as follow: 


OW = F.2.a, – M^ а + М”. — Ё.2.о + Ма = 0 
F.2.0 - M?” 0 + М?.4,20 — R.2.0,80 + 15.0,80 20 
3,2.М? = —20.2  40.2.0,8 — 15.0, 8 

М? = 3,75 
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Chapter 6 
Influence line for statically determinate structures. 


In the previous chapter, we have explained a technique for analyzing structures for dead (fixed) 
load. If the load 1s moving, not fixed, then the moment end shear internal forces should be analyzed 
by using influence line. Influence lines have important application for the design of structures that 
should resist different live loads. Here we will discuss how to draw the influence line for a statically 
determinate structures and its application for determination of the absolute maximum live shear and 
moment in a members. 

An Influence line represents the variation of the reaction, shear, moment, or deflection at a 
specific point in a member as a concentrated force moves over the member. Once this line 18 
constructed, one can tell where the moving load should be placed on the structure so that it creates 
the greatest influence for the internal forces of the specific point. Furthermore, the magnitude of the 
associated reaction, shear, moment, or deflection at the point can then be calculated from the 
ordinates of the influence-line diagram. 

Although the procedure for constructing an influence line 15 rather basic and one should clearly 
be aware of the difference between constructing an influence line and constructing a shear or 
moment diagram. The influence lines present the effect of the moving load only at a specified point 
on a member, whereas shear and moment diagrams represent the effect of a fixed loads at all points 
along the member. 


Influence lines composition: 
For constructing influence lines, we should know the following important notes: 


The influence lines are composed by straight lines for statically determinate structures; 
For constructing the influence lines, we use a moving concentrated vertical force at a 
dimensionless magnitude of unity; 

The way where the force moves we will call the *moving path"; 

We draw the influence lines at a basic line, not at the structure axis; 

The positive values of the influence line we draw at a bottom side of the basic line; 

An ordinate (the value) of some point at an influence-line diagram correspond to the 
position of the unit load. 


У УУ У УУ 


We will discus Ше two methods of determination of a influence line: the static method and the 
cinematic one. First, we will present the static method by its variations. 


Static method for constructing influence lines: 
> Usage of an influence-lines function: 
An influence line can be constructed by placing the unit load at a variable position x on the 
member and then computing the value of the internal force or reaction at a specific point as a 


function of the unit load position. In this way, the functions of the different influence line straight 
segment can be computed and plotted. 


255 = 
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Example 1: 
Composing of influence line for the support reactions: 


We place the unit force at a point x and compute the support reactions using equilibrium 
equations. 50 we have a function of the support reaction in dependence of the unit force position. 
After that, we calculate the support reactions value for some value of x variable corresponding to 
character position of the unit load. Finally using this value and knowing the influence line is straight 
one we draw the support reaction influence-line diagram. 


Computing of the sup port reactions : 
YM,20: Al-F.(l-x)=0 > A= LE | 
х=0— A=] 

х=!— 420 


EM,-0: BI-Fx=0> B-3: 
х-0-В-0 


х={—› В =] 





Composing of influence line for the shear апа moment at a specific point: 


When composing influence line for the internal forces at a specified point we should be careful 
with choosing the variable x. Once at left of the specified point therefore at the other side. 
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The unit load at left side : 
УМ, =0: Bb-M" =0 


М” =ВЬ= + 
х-0:М”-0 

x=a:M = ар 

The unit load at тећи side : 


УМ, =0: Aa- M" 20 





М” = Аа = = а 


х= а 7 





ab/l х= [ cM P= 0 


When the force is at left, 1t 1s easier to write the equilibrium equation for the right side because 
of the load absence. In this case the variable x changes from 0 to a because in other case in the 
equilibrium equation we should include the unit load. 

Otherwise, when the force 15 at right, we write the equilibrium equation for the left side so the 
variable x changes from a to / because in other case in the equilibrium equation we should include 
the unit load. In this way, we compose the influence line for the internal moment for the specified 
point т. 


The unit load at left side : 


УИ 20: В+О”=0 


) =-В =-= 
/ 
х-0:0”-0 

х=а: О =-9“ 


The unit load а! rightt side : 


YV =0: A-Q” 20 








P = doas К 
| / 

. b 
= а: == 
х=а:0, | 
к= Ор =) 


On the contrary of the moment influence line where is one and the same value at the two sides of 
the point т for the shear force influence line one can see there is a jump at т. The reason of this 15 
that the load 1$ a unit vertical force. That 15 why the jump should be with unit value. Indeed, we 
have: 


sIla 
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онор 25-а i 


» Usage of other influence lines: 


The same result may be achieved if we use already determinate influence lines to construct 
another one. As an example, we will show the composition of the moment and shear influence line 
for point m at the previous simple beam. 

The main idea 1s as follow: Write the equilibrium equation for the searched reaction, shear, 
moment, or deflection and put a quotation marks to all variables which have influence lines. After 
that, perform all summations and multiplications of the equilibrium equation for the influence lines. 
As a result, we will have the needed influence line. Performing these operations, we should take care 
about the unit force position and if it is necessary, we should write two equilibrium equations — for 
right and left sides. 


The unit load at left side : 
YM,20: ВЬ- М” =0 
МГ ="В"Ь 

The unit load at rightt side : 
УМ, =0: A4a- M" =0 
МГ =" A" а 





When the unit load 15 at left side of Фе beam then we use equilibrium equation for the right side 
of the beam for to neglect the force. As a result the point т moment depends of the B reaction but 
we should use the left part of the B influence line because the unite load 1s there. The ordinate of the 
influence lines corresponds to the unit load position. Otherwise, when the force 15 at right of point т 
we perform equilibrium equation for the left side of the beam. Then the М, depends of the А 
reaction but we should use the right part of the "A" the unite load 15 there. 


In this manner we construct the т point shear influence line: 
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The unit load at left side : 
УУ=0: В+О' =0 

О = "В" 

The unit load at rightt side : 
УГ =0: А-О” =0 

Op =" A" 





» Usage of character position for the unit load: 


The main idea 15 to move the unit point load at fixed the character points one-by-one, and using 
equilibrium equations for the reaction, shear, moment or the deflection to determine a character 
ordinates of the searching influence line. This method is useful because of the fact that the influence 
lines for the statically determine systems are combination of the straight segments. The number of 
straight lines corresponds to the number of the disks lay upon the moving path. If the specified point 
is at the moving path, then the corresponding disk divides into two separated disks. 

АП character points that we must stop the force put on are the beginning of the moving path, 
upon supports, at a specified point, above hinges (joints) or other apparatuses and at the end of the 
moving path. 


Example 2: 
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3 —— 
П 
1,5 
a a= 











Composing of influence line for Фе Ми: 


The influence line M,, consists two straight segments, because the specified point m 1s lying on the 
moving path. For this reason, it is necessary to put the force on three points at least. We fix the unit 
load at the characteristic point 1 and determine the internal force М,. 


2-ө-3) 











After that we move the unit load at the characteristic point 2 and again determine the internal Ми. 
When the force is infinitely next to left or right of the specified point т, the result is identically for 
the moment. 
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0,50 

2 

| кше 

3 М.-1,50 
0° - 025 

| № =—0,50 












“|, ја јаја хе“ 


We fix the unit force at characteristic points 3 and 4, and determine internal force M m. 




















Using the obtained results we may compose the influence line and don't forget that the obtained 
value for the moment when the unit load 15 at the characteristic point n 1s the ordinate of the 
influence line at the characteristic point n. The ordinates are connected with straight lines. we can 
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use as verification the fact that all ordinates are lying on a straight line,. Thus, point 4 is an extra 
one, so the corresponding ordinate is used as verification. 











Determine influence line „Ол“: 


This solution is similar as this for “Mm” influence line. When the force 15 at the characteristic 
points 1, 3, and 4 it is possible to use the solutions made before, but we will calculate internal force 
От ,instead of Mm. That is why the solutions are done and shown on the upper figures and the 
internal force О» 1s read next to Mm. More complicate 15 the calculation of the sear force when the 
unit load 1$ at the point 2, actually the specified point for which we compute the influence lines. We 
already described the mane idea of this solution in the previous example. Now we will use this idea. 

First, the unit force is next left to the section. Support reactions аге the same as solution for Ми. 
Using vertical forces equilibrium equation with right cut part of the system, we determine the value 
and the sign of the internal force Qm. 

m = - 0,75 

















The next situation 1s when the force runs upon the section and now it 1s right next of the 
specified force. reactions do not change. The value of internal force От can be determine by cutting 
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left and right parts of Фе frame. Here we show both sections of the frame, which causes а clear 
results. 


Right part 











йоз 
| 2 | 2 [Noson 


0,75 











It is clear that presented frame-parts have the same value of the internal force, independent of the 
chosen part of the frame and the result is sure. That is why we prefer that part of the internal force, 
which will be less for calculations. The important detail is that the received internal force value must 
be fixed as an ordinate of influence line exactly under the position of the unit force. Here we mean 
that ordinate +0,25 is next right of the specified point m. It is seen from the obtained influence line 
that is in section m has a jump equal to unit. The result is obvious because there is an external unit 
force in section m. 














». 


Determination of the influence line “Л”: 
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The determination of the influence line for the normal force can be done by the analogical way with 
the above lines. In this situation, point 2 1s not singularity point because the external force is vertical 
and does not cause a any jump for the normal force. The values of the normal force in any position 
of the unit load are shown next to the others at the previous solutions. 

Other method for calculating this influence line is using another one. In this case is more 
convenient to cut out the down part of the structure near support C. In that way the solution is 
independent of the place of the unit load. 


1,5 





fff 
[1 | Хе 





From this section, it 1s clear that the moment and shear force at point и are always zero 
therefore those influence lines are zero. We can compute the normal force by the supporting reaction 
C with the following expression: 


Therefore, if we know influence line of the support reaction, we can find the influence line 
of the normal force as follow: 

" М, " — ЕЕ... С" 

For composing the support reaction influence line we use the same way as for the moment 
and the shear for the specified point т. We choose positive direction of the reaction and calculate its 
value for the different positions of the unit load. Actually, they are already computed and it 1s only 
necessary to draw the influence line. 
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2,7042 





For the normal force influence line, we have: 


" М, " = QM C" 











Determination of the influence line for the support reaction “А”: 


The influence line of supporting reaction , 4” is determine like the support reaction line,, С”, 
that is why we will show only the result: 


- 65 - 


www.EngineeringBooksPdf.com 














Kinematical method for constructing influence lines: 
(Qualitative influence lines using the Müller Breslau principle) 


Kinematical method is very easy and suitable technique for determining influence lines. In 
the international literature this technique 1s known as qualitative influence lines using the Müller 
Breslau principle. The Müller Breslau Principle (1886) states that: the ordinate value of an influence 
line for any function on any structure is proportional to the ordinates of the deflected shape that is 
obtained by removing the restraint corresponding to the function from the structure and introducing 
a corresponding unit displacement as the function makes the negative work. 

For example, to obtain the influence line for the support reaction at A for the simple beam 
shown in next figure, above, remove the support corresponding to the reaction and apply a unit 
displacement in the direction of Y4. The resulting deflected shape will be proportional to the true 
influence line for this reaction. 1.e., for the support reaction at A. The deflected shape due to a unit 
displacement at А 1s shown below. Notice that the deflected shape 1$ linear, 1.e., the beam rotates аз 
a rigid body without any curvature. This is true only for statically determinate systems. 





66 2, 





similarly, to construct the influence line for Фе support reaction B, we remove the support at 
B and apply a vertical unit displacement ду. The resulting deflected shape 1$ the qualitative influence 
line for the support reaction. 
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The proof of the Breslau principle сап be established by using a virtual work principle. 
Recall that the work 1s the product of either a linear displacement and a force in the direction of that 
displacement or a rotational displacement and moment in the direction of that rotation. If the rigid 
body (beam) 15 1n equilibrium, the sum of all forces and moments must be equal to zero. 
Consequently, if the body 1$ given a virtual displacement the work done by all these forces and 
moments must also be equal to zero. Consider, for example, the previous simple beam and the 
influence line for support reaction “В”. The beam 15 subjected to a unit load placed at an arbitrary 
point along its length. If the beam is given a virtual vertical displacement óy at support B then only 
the support reaction and the unit force do virtual work. In this case, the support reaction does the 
negative work and the unit load does the positive. The support reaction A doesn't a work because its 
point don't moves. Since the beam is in equilibrium the virtual work sum must be zero: 





Fó,—-Bà, =0 
Bà, = Е. 


Since the load force is а unit and the virtual displacement is unit than we have: 
В-ду 


Іп other words, the value of В 1s equals to the vertical displacement at the position of the unit 
load, it shows of the displaced shape represents the influence line for the support reaction B. 

Similarly if we want to construct the influence line for the shear force at specified point m 
we should remove the restrain corresponding to the shear force and to subject the unit relative 
vertical displacement at such direction the work done by the shear to be negative. The deflected 
shape 1$ shown bellow: 


бт 
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The sum of the right and the left parts of the displacement is equal to unit: 
y +y =] 


Using the geometry, we compute the two parts of the displacements: 


As а result, we have Фе “Qm” influence line. 

To obtain a qualitative influence line for the bending moment at a section, remove the 
moment restraint at the section, but maintain axial and shear force resistance. The moment 
resistance is eliminated by inserting a hinge in the structure at the section location. Apply equal and 
opposite introduce a unit relative rotation between the two tangents of the deflected shape at the 
hinge. The corresponding elastic curve for the beam, under these conditions, 1s the influence line for 
the bending moment at the section. The resulting influence line is shown below. 
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Let see the influence line for the specified shape just next to the support В а left. 

The shear just to the left side of support B can be constructed using the ideas explained 
above. Simply imagine that section s in the previous example 1s moved just to the left of В. By doing 
this, the magnitude of the positive shear decreases until 1t reaches zero, while the negative shear 
increases to 1. 





The qualitative influence line for the bending moment at B 15 obtained by introducing а 
hinge at support 5 and applying a moment that introduces a unit relative rotation. Notice that no 
deflection occurs between supports A and B since neither of the supports were removed. Therefore, 
the only portion that will rotate 15 part ВС as shown below. 


M, „т Mn 





In the figure bellow are shown the influence line when the section moves next to the support 
B but at right. 





Notice that no deflection occurs between A and В, since neither of those supports were removed and 
hence the deflections at A and B must remain zero. 
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5S 


For the moment influence line there is no difference 1f the section is at left or at right to the support. 
Using this idea we will show some influence lines for the compound beam: 





When we use the kinematical way for constructing influence lines for simple structures it 1s 
easy to determine the displaced shape after removing the resistant link but when we use it for more 
complicated structures it 1s not so easy. That 15 why it 1s necessary to use the plane of poles to 
determine the displaced shape. 

For this technique we have the next work sequence: 
e remove the restrains, corresponding to the function for which we construct the 
influence line; 
subject a unit displacement so that a negative work be done; 
the structure changes to a mechanism with one degree of freedom and we construct 
its plan of poles; 
determine the displaced shape of the disk on the moving path; 
the vertical displacements give a shape of the influence line; 
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e the values we can compute using the static method. 


For the vertical displacements one should know following marks: 
e under the main pole there is no a vertical displacement because this point is like a common 
pin support. For this reason the influence line have a zero value at this point. 
e under the relative pole there is а kink for the vertical displacement shape because this point 
is a relative rotation point. For this reason the influence line have a kink at this point. 
when the relative pole 1s at the infinity the corresponding disks moves parallel. For this reason at the 
influence line the corresponding lines are parallel. 
This procedure is presented on the next example. We will determine the influence lines to 
the frame we already done using the static way. 


Influence line ,,M,,": 


In section т remove the moment and put a hinge. Thus the structure is divided into two disks. Hence 
the influence line will consist two straight lines. After that we construct the plane of poles. 


+ фр 
В ` 




















(1) + (1,2) = (2) 
СС'= (2) 
Moment M,,, which 15 at disk 1 rotates anticlockwise direction so, disk 1 must rotates clockwise 
direction for Mm do negative work. Since disk | rotates clockwise direction, then disk 2 should 
rotate anticlockwise direction. According the rule, under main pole in the influence line has a zero 
under pole(1) (marked as [1] in the drawing) and will be rotated to clockwise direction. The straight 
line correspond to disk 2 — [2] has zero under pole (2) and it 15 connected to the straight line, 
corresponding to disk 1 under relative pole (1, 2). Notice that the projection of pole 2 1s out of the 
geometry of the frame. 





Influence line „О: 
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In section т remove the shear and put a Q-release. Thus, the structure 15 divided into two disks. 
Hence, the influence line will consist two straight lines. After that, we construct the plane of poles. 
(1) + (52) = (2) 
СС'= (2) 
It is obvious that pole (1,2) 1s at the horizontal infinity. For finding pole (2) 1s needed to connect 
pole (1) to pole (1,2) at infinity. It is practically done when draft a horizontal straight line across (1). 
The shear force Ол corresponding to disk 1, rotates the disk around pole (1) clockwise direction, 
therefore Qm will done negative work if disk 1 turns anticlockwise. As disk 1 turns anticlockwise, 
thus disk 2 turns anticlockwise too, because the relative pole (1, 2) is at infinity. Therefore, the 
influence lines consist two parallel lines according to the rules mentioned before. 


4 Mx oc oq 


ту 











Influence line „М,„ 


In section т remove the normal force and put a N-release. Thus, the structure is divided into 
two disks. Hence, the influence line will consist two straight lines. After that, we construct the plane 
of poles. 

(1) + (L2) = (2) 

СС'= (2) 
Pole (1,2) 1s at the vertical infinity. For finding pole (2) 1s needed to connect pole (1) to pole (1,2) at 
infinity. It is practically done when draft a verical straight line across (1). The normal force Nm 
corresponding to disk 1, rotates the disk around pole (1) anticlockwise direction, therefore О, will 
done negative work if disk 1 turns anticlockwise. As disk 1 turns clockwise, thus disk 2 turns 
clockwise too, because the relative pole (1, 2) 1s at infinity. Therefore, the influence lines consist 
two parallel lines. 


MUR 
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(412) 
(> 


(1 "s 
LY? ауз, 














Influence line „М: 


In section п remove the moment and put a hinge. Thus the structure 15 divided into two disks. Hence 
the influence line will consist two straight lines. After that we construct the plane of poles. 


(1) + (L2) = (2) 
CC'= (2) 


In this case pole 2 coincides to pole (1, 2), therefore pole (1) must be located at the same point, but 
pole (1) 1s stand in other place. As we already know when some pole 1$ located at two points that 
means it does not exist. When a main pole does not exist its then the disk 15 stable (does not moves). 
The disk 1 1$ on the moving path and haven't a vertical displacement, therefore corresponding 
influence line is zero. 


UB. 
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Influence Ппе,,О,” 


Here we have again the same situation; the disk 1 1$ on the moving path and haven't a 
vertical displacement, therefore corresponding influence line is zero. 


жақа <-(2-)0 














The solution of last two influence lines is clear, therefore only the final result 15 shown below. 
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Determine influence line „М,": 


Яя 
Ме ho (1)4(1,2) 
јо) 
ыты 
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Calculating of the internal forces by using influence lines. 


By using the influence lines one can calculate the values of the internal forces for a specified 
point caused by some external loads. This can be done very easy using the idea of the influence lines 
and the principle of the superposition. 

As it is known each ordinates means the value of the function for which is composed the 
influence line when the unit force 1s up of the ordinates place. Therefore, 1f the force 15 not unit but 
F then the ordinate of the influence line (constructed using force F) will present the value of the 
function caused by force F so we may calculate the function caused by the force F. 


S, = Ё. 





7 “авл 
M, = Ең 


If there are more then one force one can use the superposition principle, then the function value will 
be as follow: 


S, => Fin 


If the force load 1s directed down then one must take the sign of the ordinate from the influence line. 





Mn = Fi + Ёл} 
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If the beam 15 subjected by Фе distributed load one can compute the function at а specified point by 
the formulae: 

5 = 4-9, 
where the 2; is the area of the influence line under the i-th distributed load. 
Why is used the area it is easy to understand И present the distributed load as a many forces at 
infinity small distance between each other. 


“Sh 22 
1]: 
Now опе сап use the previous formulae for the applied force and as the ordinates аге very close to 


each other so the sum of them equals to the area. For the sing of the multiplier one must take the 
sing of the area of the influence line. 








С а 
М, = 4-15 +q. t 


Similarly, if the beam is under the concentrate moment load then the value of the function can be 
computed as follow: 


5 = 2, Mitga; 


This 1s easy to understanding if present the moment as a couple of forces whit the arm of unity. 
Then as we know the value of the forces 1s the same one can write: 
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5 = > Кл = Еђ + Е. = 2 [31] = Рава = Мо 


When the moment load and the angle rotate at the same direction then the sing of the multiplier 18 
positive. The direction of rotation determines as the reference line rotates to the influence line. 





| 7 = ab/l 


ћ + 7 
М = М. 
“ b+d 


If a beam (frame) is subjected at the same time to forces, moments and a distributed loads then the 
value of the function for which the influence line is constructed on can compute as follow: 


S, = У Ел, + У 40, + > M tga, 


In the following example is presented this formula for the frame which influence lines where already 
composed. 

If one already construct the internal force diagram can use the influence lines for verification of the 
obtained result. 
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2.7042 — 1,8028 
| 2 


15 = 51,8305 АМ 


№, = —40.0,9014 — 1, == — 


О, =0; М, =0 


(10+0,25).2 __ 1,25-0,5 
— 522. 


А = 40.0,25 + 10. -15 = 16,875 kN 


1,5.2 1,0 — 0,5 





М, = 40.1,5+10.——© - 15. -7125kN 


-15. 8m n. —43.25kN 





Q? = —40.0,75 —10. ШЕ 2. 
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Q^ = +40.0,25 – 10.2022 - 15,22 - 31251 


| е 15-219 = – 28,75 КМ 





N, = 


Maximum value of the function 


Using this idea one can determine the absolute maximum of the function for which the influence 
line 15 constructed from the distributed load passing through the beam (train). If the distributed load 
has a specific position at the beam then at the point for which the influence line 15 the function will 
have a maximum value. There are two questions: 


1. Whatis the right position of the distributed load to produce the maximum effect? 
2. What will happens if the influence line is constructed for the changing section — section at 
distance x? 


The answer of the first question is as follow: If the influence line has negative and positive parts we 
must place the distributed load up to the whole positive part of the influence line to produce a 
maximum positive value of the function. Similarly if we place the distributed load up to the whole 
negative part of the influence line it will produce a maximum negative value of the function. 














= = аЛ. 


The maximum positive value of ће Ми is: М, = ШЕ 
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The answer of the second question is as follow: If we construct an influence line for a section 
at distance x from the support, for example, we will have influence line for a function for each 
section of the beam span. The influence line will be a function of the distance x. 





x(I-xyl 


As we already know if now we have an external load we may compute the value of the 
function at section at distance x caused by the external load. However, this value will be valid for 
each section of the beam spam because the influence line 15 valid for each one section. Therefore, 
this value also will be a function of the position of the section — function of x. Thus if we draw this 
function we will have a diagram of the function caused of the external load. 


















| | x.(1— x) | x.(1 — x) 
4| B | эт до ашык ШШЕ mde cue — 
x І-х | 
E l | а х= 0: М =0 
| | | | | 
“М » — / "^ . а pi Е ? Е 4 = 
т Х ]/2:— М q 5 3 






x(I-xyl 





qr /8 
Using this idea one can compose an extreme diagram for the moment, for example, if the 
external load is placed at the specified place as it was described above. 
This extreme diagram is useful for the bridge beams where is very important to know the 
maximum negative and maximum positive internal forces neglecting load place. For rich this 
diagram first must be composed the influence lines for each span of the bridge (compound) beam. 


Next example presents this 14еа for a compound beam. 
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, хі Ax, Xo 4-х» X; ,2-х; Xa ],5-x4, x5 ,2-Х; | Х61,5-Х6, 
^j Ж Ж Pi Ж Р Ж /| 














^ Д 7 
; 1 2 
4 4 г М 2 y ‚5 a y 1,5 у 
М! 
(4-х|)/2 
—— ИЕ 
57 an 
Ф : : 
(4-х 2)X 2/ 4 2-х; 
(2 “M3” 
р 
“М. 2, 
© 4 
(1,5-х4)х4/ 1,5 
ИИ НЫШЫН МЕ 
Х5 
__-- OOS «үр» 
О ОИ OT | ИИ М; 


(1,5-х6)2/1,5 


== "Me 22 


6,0 (1,5-хех / 1,5 


Functions l |х-0 | х=!2 |х-/| 
(4- м 4 - мт 4)/ 2] р = (4 м Xs B n лиш 
ПАСТА ЕСО БЕН * [3s Pas po 


(x, /2)(3,5/2).p = 0,875х, 
(4 — х,)х, / 4)\4/ 2)|р = (4- x Jx / 2 
(2 — x, {2- x, +1,5)/2]р = (2 - x, (3,5—х,)/2 EIERE SEF 
(1,5 — x, )х, - (5—х,)х/2 [15 | o | 02815 | о | 
(L5 + x5 )х. / 2] р = х,(1,5 + х„)/2 Го | e [us е 
| а | о 
У | о Teens | о 
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2/4 








РЕД 
Р ы еі 
о 
Pt "Qs 22 
dq. (1,5-х)/1,5 


2/1,5 
6,0 
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ра шаіов ХО | х=/2 | х=1_ 
r2 [2792512 = 0875 
{@-х)+14/2]; =@-х)+2 41419 


(хх, /(4.2)+4.3,5/(2.2)] p = I ap 
а-а x. (42) p= (4x /s pa fs | о 
— х,)+1.1,5/2]р = (2 — х,)+0,75 | 2 | 275 | 175 | 05. 


TE [0 [виз [ав 
(1,5 pis (1,5 piso )/(15.2)]p = (1,5 me y /3 | шо 
ПЕТИНЕ ПЕРЕ 


бух, ор = а Го [зз [ons 
(1,5 - х, (1,5 – х, )/(1,5.2)+ (2.3,5)/(1,5.2)р= | 155 


= (L5 — x, Y /3 + 2,3333 3,0833 | 2,583 | 2,333 
B s. 6 , 





Absolute maximum live moment in bridges. 


It is necessary to exam the situation when the motor truck pass through the bridge, then at 
the construction appears some maximum internal forces. There are different position of this vehicle 
at which the internal forces are very high values. The influence lines are useful for examine the 
internal forces in dependence of the position of the vehicle. For this examining 1$ used a standart 





Аа ш T [^ 





vehicle as shown at the next figure: 


The absolute maximum of the internal force searches trying different position of the four forces 
carrying the following points: 
e one of the forces should be up to the maximum value of the influence line; 
e if itis possible the all four should be at the positive (or negative) part of the influence line; 
e if itis not possible then try only one of the forces be at the part with the opposite sing with 
very low ordinate value. 
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Chapter 7 


Deflections using energy methods. 


It is very useful to determine the deflections and displacements in a frame or beam by 
using the energy methods in the structural mechanic. For doing this on can understand the 
meaning of the deflection, virtual work and the energy theorems. In this chapter we will explain 
the principles of virtual work and how to determine displacements end deflections using these 


principles. 
External work and strain energy: 


Before developing any energy method we will explain the external work and the strain 
energy (the internal work) done by a force and a moment. 


The external work done by a force: 


When a force Е undergoes a displacement dx in the same direction as the force, the work done 15: 
dW,, = F (x)dx. If the total displacement is x, the work becomes: 


ext 


dW,„ = Е (х)ах 7.1 


Consider now the effect caused by an axial force applied to the end of a bar. As the magnitude of 


the force increase from zero to some value Ё the final elongation of the bar becomes A. As in 
the statical analysis, the material has a linear elastic response (The Hook's low 15 valid), then the 


force value at some moment will be as follow: 





Е(х)- E X lez 
Force 
F 
EL LL M bi 
A 
Figure 7 - 1 
The work done by this torce, we will be аеппеа as: 
" _ 
Е 
У. = [Е (x)dx; F(x) = —.х 
а А 
A t UA = 2|^ 
F F F 1 — 
W = [I dx == | xdx 2 — — ---Ғ.А 7.3 
А де А 2 А 2 
1 — 
W a = Е.А 
2 
If there are several external forces, the work done will be: 
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Е.А. 7. 4 


Where F, is the final value of the i-th force and A, is the corresponding displacement. 


Deformation caused by the internal normal (axial) force: 


The normal force causes the normal deformations at a differentially small part of the beam. This 
deformation is defined as follows: 

From the geometry, we have connection between the elongation, deformation and the length of 
the differentially small element. From the definition of the stresses, we have connection between 
the normal stress and the normal force. From the Hooke's law we have connection between the 
normal stress and the deformation. As we use all these connections together we will obtain for 
the elongation the following expression: 


ds dA 
_— 





ds o=- б 
{5 А т = E.e — Hooke's law 


Figure 7-2 
СИРИИ > edm 7.5 
А ds EA 


“+ 
| |: "G 


y 
l axis 


The strain in arc 45 located at a position z from the neutral axis x 15: 





neutra 





Figure 7 - 3 


ds' — ds 
E = 
ds 


7.6 





However from the geometry ds = dx = p.d0 and а = (p — z)d Ө so: 
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(o-:40-p40 _ z 








= 7.7 
p.dà p 
Or: 
КЖЕ: 7.8 
р z 
1. 
Where: — 15 the curvature. 
Using Hooke's law and stress definition for bending, we obtain: 
==; безе э ш 7.9 
Е 1 EI 
And finally: 
t -M 7.10 
p EI 
Where: EI is the flexural rigidity; 118 the moment of inertia computed about the neutral axis. 
dx = p.d@ 
10 = M d 
ЕІ 7.11 
Deformation caused by the shear force: 
2\1 
ау = 7.45; ya; G= (Lev). pei ge 2 7.12 
G E A А, 
к - coefficient depending on the cross section area. 
_ Q 
dv ds 7. 13 


T 
Strain energy of the body: 


If the material 1s linear elastic and 1sotropic then the strain energy caused the axial force 
will be expressed as follows: 


N _ 1 1л 
WM, = – М.а = -+= ds 7.14 
E m 
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Similarly for the strain energy caused by the internal moment: 


м _ 1 _ 1м? 
Wint = ; М.ад = 270 ds 7.15 
Апа Тог Ше зћеаг Їогсе: 
И. =—;0. dv = – 529-45 7.16 


The internal work (the strain energy) for the differentially small element 1s: 


_ 1 (м2 N2 Q? 
Win = nna.) 7.17 
And for the whole element 1s: 
W int = -;(®/ 4з + У [245 +] 4-45) 7.18 


Work expression for element under external load: 


If the body is in equilibrium then the internal and external work will be equal whit 
reversed sing or: 


Wine + Went = 0 7.19 
Or 
IX FA, – (у [ds фу [ds + X [ Has) = 0 7. 20 
And finally: 
ХЕ, м = (Xf ds + У f— “ds +5 f 4- - ds) 7. 21 


Deformation caused by temperature load; 


The temperature induce deflections on element and these deflections induce internal forces — 
moments and axial forces. 


=. е 
Л 
— — узт 


LN. 


[2 [ 
к at fe 







(natural axis) 


| i | | Ї | | Ї | PEN [1-1 
Figure 7-5 





When (ће element is subjected on the temperature load et one of its sides the temperature 
is higher than the other. This difference cause internal forces in the element. Temperature 
distribution along the element is given on Figure 7 -5. If x-x is the natural axis, it divide the 
temperature distribution at two parts. The first 1s a constant temperature distribution and the 
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second 15 temperature difference whit a zero value at the natural axis (Figure 7 - 5). The constant 
temperature distributions cause an elongation of the element and as a consequence an internal 
normal force. The temperature difference cause a deflection of the element and as a a 
consequence an internal moment. 


Elongation and internal force 


X 
(natural axis) 





Figure 7 - 6 
ал = 2,. 45 J22 
From the physics is known that: 
Et = а. t* p? 23 


Where, о; 15 the coefficient of the thermal extension and 7; 15 the temperature at the cross 
section: 


tc = t4 Tt; 





- for rectangular cross section. 


It follows: 
dA = a,.t*.ds 7. 24 


Deflection from the temperature differences: 





The extensions of the upper and down bars are as follow: 
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ds"? = а, (Е — t;)ds 
dst = а, (1, — t^)ds 
The angle of the deflection 15: 


dsa — d s» a; (t1-t^)-a,(t* —t2) ds 


аф =_= h 


do, = SE ds ее 


Internal work at an element caused by Фе internal forces from (ће temperature load: 


int — 


Wine = —N.À -+ M. do; 
int — 


wt = (м. а. + M.a =) 


For more than one element; 
Wis (j= ds + У f N.a, Е 45) 


2 ћ 


Internal work of the support reaction at a spring supports: 


If the system has a springs supports then there have a displacements and the support 


reactions done internal work. 


Were k 1s the rigidity of the spring; 
A (о) is the displacement at the spring support. 


7. 25 


7. 26 


7. 27 


7. 28 


7227 


If S is generally the support reaction (moment ог force) and 415 the displacement (linear 


or rotational) at the support we can write: 


$ = КА 


5 
А = : 
And the work done by a reaction will be: 


1 52 


sp _ _1 _ _ 15" 
W 75.4 = -57 


іп 
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7. 32 


75:59 


7. 34 
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If there are п spring supports, the work be: 


ИР, = и. д = – Sy 7. 35 


ім” 9 


If there 1s a system including п elements under external and temperature loads and spring 
supports then if the system is at equilibrium then the work expression will be: 


TUM 


YF.A- Xf -ds +, |" “ds + f= -ds 4 y Matt ds +I f N.a t° ds + Y25- 7. 36 


Principle of virtual work: 


As we already mention the principle of virtual work may be defined as follows: Consider 
a structure in equilibrium with a system of applied forces 1s subjected to a system of virtual 
displacements compatible with the external restraints and the geometry of the structure. The total 
work done by the applied forces during these external displacements equals the work done by the 
internal forces, corresponding to the applied forces, during the internal deformations 
corresponding to the external displacements. 

The expression “virtual work" signifies that the work done is the product of a real loading 
system and imaginary displacements or an imaginary loading system and real displacements. 


SW ext + Wint = 0 7. 37 


If we impose a virtual displacement at а deformable system there will appear a virtual deflections 
of the body as follow: 





mad sods пр an 7. 38 
Е] ЕА С.А 
da = a,.t*.ds do, = “д 4-2 7.39 


The work done by the real internal forces with the virtual deflections will be: 


SW int ӨН ЖЕР ds + X [5 ds + X [<= -ds + Y | ^ ds +5 f N. æ. t° ds + УЛ =) 
7. 40 

The work done by the real external forces with the virtual displacements will be: 
бИ. =—;% Е.А 7.41 


So, principle of the virtual work gives following expression: 


Ма А 


УРА = у] “ds +] N ds ку ае +y та ds t Xj М. а. 45+ X12 7. 42 
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This expression gives as a possibility to obtain the value of displacement at some point of 
the structure. If a unit force 1s imposed at the point and toke this system of forces and 
displacement as a virtual then the right side of the expression 7.42 will be equal to the 


displacement at the point we are trying to find. 


F _ 
! Е-1 





_ ММ ММ 00 
F.A, =A, у | а; ; IB» ds + 2% 


Energy theorems: 


Betti's theorem, (discovered by Enrico Betti in 1872), 


States that for a linear elastic structure subject to two sets of forces {P;} i = l,...,m and 
{Q;},j =1,2,...п, the work done by the set P through the displacements produced by the set О is 
equal to the work done by the set О through the displacements produced by the set P. 


Example: 


Stage 1 Stage 2 





It follows that: 


ЕА; = Е.А, — Betti's theorem 
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Maxwell’s theorem of reciprocal displacements: 


States that a displacement at point I on a structure produced by a unit force at point k 1s 
equal to the displacement at point К when the unit force 1$ acting at point 1. 
This theorem follows from the Betti's theorem 1f the forces F; and F- have a unit value. 


Stage 1 Stage 2 





Or 


Theorem of the reciprocal reactions: 


States that the reaction at point i produced by unit displacement at point k is equal of the 
reaction at point К caused by unit displacement at point 7. 
This theorem follows from the Betti’s theorem if the displacements Z; and Z; have a unit value. 


Stage 1 


Stage 2 


( 
i -—. АА 1 





or 
lik = Та 


Theorem of the reciprocal reactions and displacements: 
States that the reaction at point i produced by unit displacement at point k is equal to the 


displacement at point k caused by unit force at point / with inversed sing. 
This theorem follows from the Вей’ $ theorem if the displacements Z; апа Fg have a unit value. 


Stage 1 Stage 2 





ÔkiFk = —Т к 
О: 1 = — Ту. 1 
ОГ 
да = Tig 
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Chapter 8 


Displacements at statically determinate structures. 


A principle of virtual work can be used for determining of the displacement of some 
point in the statically determinate frame or beam. It was shown at a previous chapter how the 
deflections are determinate and how the virtual work is used for calculating displacement of 
specific point. 


According to principle of the virtual work for a system subjected to an external force and 
temperature load and including springs supports the displacement at a specific point calculates 
using the next expression: 


= At ns 


A= у “dst+y so "dst У, f2 45 +] 





ds + У | М.а, К ds + YT 


Where M, О, М, and S are internal and spring forces caused by a virtual unit load at the specific 
point for which we are calculating the displacement. 
This virtual load correspond to the displacement. It is shown at the next table: 


Virtual load 


If the displacement is 
linear vertical then the 
unit load 1$ a vertical 
force. 


К=4 


If the displacement is 
linear horizontal then the 
unit load 1s a horizontal 
force. 


If the displacement is 
linear relative then the 
unit load 18 a couple of 
forces 


If the displacement is 
relative rotation then the 
unit load 18 a couple of 
moments. 


3 If the displacement 15 
rotation then the unit 
load 15 a moment. 





Before to show some examples for calculating displacements 1s needed to make some 
comments about how to calculate the integrals at a formula 8.1. This formula means that we 
should find an integral of multiplication of two functions. The first 1s the function of the diagram 
from the external load and the second 1s the function of the diagram from the virtual load. The 
first function can be arbitrary — from constant to a parabolic by third degree. The second 
according to the virtual load 15 at maximum linear function. From this reason, these integrals are 
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not so difficult for numerical calculation and it 1s done for all cases at а table. Such а table 15 
shown below: 


l 
г= | A GOR GOds 


„| с acL acL acL c(2a - b)L 


C acL a T c(a + И 
“її сұ = ч ——— 
=з се «сет «сє басыш сте чыч. 


a(c * 4e t d )L a(c + 2e)L ald + 2e)L [ac * 2е(а+ b) + bd |L 
6 6 6 6 





Where f, (x) is the function from the virtual load and f; (х) is the function from the 
external load. The integrals are calculated for different elements or parts of elements where the 
functions are steady. The integral calculates from the beginning of the element (or part of the 
element) to its end. 


Calculation of displacements at statically determinate structures from 
external load. 


If there 1s a frame without springs supports and loaded with an external force load then 
the displacement calculates as follows: 


a= [las Ур rds ЛЕГІ 


Usually major influence of the displacement values has the internal moment and the 
influence of the normal and shear forces is negligible. That is why (when we make hand 
calculations) we usually ignore the second and the third part of the integral. Sometimes we 
include the integral of the normal forces if the structure has bars working of tension and 
compression but in this case it isn’t so obligate. Only when the structure is a truss then of course 
the only way to calculate the displacement 1$ to use integral of the normal forces. The other two 
integrals are zero. 

Now we will show an example of calculation of displacement at a frame under force load 
using only the integral of the moments and calculating integrals using tables. 
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Calculation of vertical displacement of point т done from the external load: 


Е + 











= 4 


Data: beams(0.25/0.315): column(0.25/0.25): 
Е =20kN Ij = 0.000651 т“ Teo) = 0.0003255 т” 
М = 15 kNm Аь= 0.0788 m Acol= 0.0625 т 

а = 10 kN/m’ 

Е = 2.4.107 КМт? Г» = 2.Los a = 1.10? 


e Step 1: Analysis of the structure from the external load — composition of the M; diagram: 


ЈЕ 
20.4 NA 


The result 1s: 























20 35 
E 50 p 
75 N 
40 95 
EM ^ 90 95 3 








1,5 
ty ” © ME + 








e Step 2: Analysis of the structure from the virtual load — composition of the M diagram. 


The virtual load 1s a vertical force at point rn: 


- 96 - 


www.EngineeringBooksPdf.com 











And the diagram 15: 























e Step 3: Calculation of the displacement. 
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One should be careful because the moment of inertia of the beams and columns are different. Ме 
will write first all columns parts and after that beams parts. 


MM, 
Ay т У |= ds 


The different parts of the calculation can be illustrated by following way: 


A ss = (<x = pae Jeu ewe. 
' EP 


+ ЕГ, (С ха чех) 
And the calculation 15: 


EI, ^, „= _1_|1140.1803+ 1 (1,55 + (1+ 2)(55 +95) + 2.95).1,803 +124453 
" 781213 6 3 


+ (16.50 + (1,6 + 0,8)(50 + 35) + 0,8.35)1 + 1082511 + 


+—_| 12.754 2.90.0 + 4) +4.95)2 + 4952 
15624 | 6 


A,m = 9,1345m = 13,45ст 


Calculation of vertical displacement of point т done from the temperature load: 














If the same system 15 subjected to a temperature load as it is shown at the figure then 
there will appears displacements. It is very important to know that: 


At a statically determinate systems subjected to a temperature load will 
appears only displacements without any internal forces (without any moments, 
shear and axial forces). 


That is why we cannot draw a moment diagram at a determinate structure from a temperature 
load but we can calculate the displacement at some point at the structure. 
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To calculate this displacement we need to analyze the structure from the virtual unit force 
(or moment) and to know the initial data for the temperature and the material of the structure — 
the coefficient of the thermal expansion. 
In this case, the columns and the beams of the structures are rectangular cross-sections so 
the natural axis 1s at the haft of the high. The constant temperature and temperature different ire: 
ti + t 
t^ = ———— = 15°C 
2 
апа 
At = t4 — t, = 20°C 
The displacement at the point calculates using the next expression: 


M. a. At = р 
a= У | E as «M | тал ds 


In this case ш not needed to use the tables of the numerical calculation of the integrals because 
the temperature difference, the constant temperature, the high of the elements and the coefficient 
of the thermal expansion are constants and we can write: 


a,. At f _ = 
м= У h | маз+ Уа) маз 
It follows that the integrals are equal to the area of the diagrams. 
It is important to know following facts: 

1. This formula uses only for the elements which are subjected to a temperature load. 
Because for the other elements At and t* are zero and as one can see at the upper 
expression the integrals become zero. 

2. When the moment diagram from the virtual load is from the same side of the elements 
where the higher temperature 1s then the sing of the integral 15 positive (plus). In the other 
case is negative (minus). That 15 because we draw the moment diagram from the 
extended bars of the element and such a moment forms the same deflection as the higher 
temperature. 

3. When the normal force from the virtual load 1s positive then the integral is also positive 
and if the normal force 1$ negative the integral 1s also negative. This 1s because the 
positive normal force cause an elongation of the element the same as the positive 
constant temperature. 

Now we can show the procedure of the calculation: 





e Step 1: Analysis of the structure from the virtual load — composition of the M and № 
diagrams. 
| | 
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e Step 2: Calculation of the displacement. 





ар. ДЕ Г — = 
Amt= т | Маз+}у а | Was = 
1107.20 2.3,605 1.107°.20 Е + 4). 2 


„= —= 4.2 1.1075.15. (—1,202. 
025 > + 0315 > + \+ 0 5.(—1,202.3,605) 


Amt= 2,884. 10-3 + 8,8889. 1073 — 0,65. 10-3 = 11,123.10 ?m = 1,1123cm 


Calculation of vertical displacement of point m done from the support settlement: 














/ C 
и кш 
2 
=a 
2 3 

B 
A Ы + 
N (=> TL. |9 = 0,05m 
2 4 


If the same system 15 subjected to a support-settlement load as it is shown at the figure 
then there will appears displacements. It is very important to know that: 

At a statically determinate systems subjected to a support-settlement load 
will appears only displacements without any internal forces (without any moments, 
shear and axial forces). 

That is why we cannot draw a moment diagram at a determinate structure from a support- 
settlement load but we can calculate the displacement at some point at the structure. 

To calculate this displacement we need to analyze the structure from the virtual unit force 
(or moment) and to know the initial data for the support-settlement. The displacement at the 
point calculates analogically of the displacement at a system including springs supports. In this 
case again the internal work is equal to the multiplication of the support reaction by the 
displacement of the support using the next expression: 


n 
a. = У Вс 
1 


Where R 1s the support reaction and с is the displacement at the support. When the support 
reaction and the displacements are at one and the same direction then the multiplication (the 
work) is positive in the other case is negative. 


Now we can show the procedure of the calculation: 
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e Step 1: Analysis of the structure from the virtual load — we need only Фе support 
reactions. 














e Step 2: Calculation of the displacement. 
п 
7 = > К.с = —1,0.0,05 + 0,8.0,05 = 0,09т = 9ст 
1 


The same result we can rich using geometrical solution. This makes composing the displaced 
shape of the structure. Such a solution we will illustrate ш the next chapter. 


Calculation of vertical displacement of point т done from the external load for structures 
including springs: 


Important to know: When one determinate system includes a spring support it 1s not a 
mechanism. It is a normal determinate structure but whit a displacement at a support. This 
support displacement is limited because the spring has stiffness. The support reaction at a spring 
can be obtained in the same way as a ideally rigid support. The difference is only at the 
displacements. So, the support reactions and the diagrams are as at the structure whit ideally 
rigid supports. 

On the next figure are shown the moment diagrams from the external an virtual load of 
the structure including spring support: 





_ = 1 
= 10 kN/m 45 11,25 
ч] 
4 ЕІ = 7812 kNm’? (м) 
k = 10000 kN/m 
“----- ХД M = 45 
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The vertical displacement one can obtain using the following expression: 
71. = 
У Tete 
1 


1 /1 
Ay= = | 3. (45 + 4.11,25 + 0).3 3454) 
" 7812 (s Peur а Е 


45.3 
10000 





A,= 0.01728 + 0,0135 = 0.03078m = 3,078cm 
Calculation of relative rotation of point m done from the external load: 


Important to know: When we need to find a relative displacement (or rotation) there 1s 
only one difference from the situation whit a single displacement (or rotation). This difference 1s 
only of the virtual load. As it was mentioned before, in this case the virtual load 1s a couple 
(forces or moments). On the next example 15 shown the solution for the relative rotation at a 
middle hinge of the three-hinged frame from the external load: 


EI = 7812 kNm 





1 1 
Ду= тоту (52.204 -2.20.2).2 
” 7812143 = 


А,- 0.023895rad 
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Chapter 9 


Method of forces (Force method) for analysis of statically indeterminate 
structures. 


On the beginning of this course we saw that the number of degrees of freedom way be 

calculated using the next formula: 
у = за -2k-a; 

where: 
w 18 degree of freedom (mobility); 
d 1s number of bodies (elements); 
k 1s number of one-degree-of-freedom kinematic pin joints; 
а 18 number of support links. 


As a result w may be positive, negative or zero. Therefore, we distinguish three different cases 
for w: 


w > - the system is mechanism. In the case of mechanism, we don't have a structure carrying 
any load; 

w = 0 - determinate structure. We have a structure and it is possible to analyze it with only 
equilibrium conditions. 

w <Q -indeterminate structure. We have a structure and it is possible to analyze it with 
equilibrium conditions and additional equations. 


In this first stage we will analyze indeterminate structures namely structures with w « 0. 


When we have, indeterminate structures we need additional equations for find the 
unknown reactions. On the next figure, we show two times indeterminate structure. 


у -3.11-0-5--2 


If we have two times indeterminate structure, we need 2 additional equations to find 
reactions because for such a structure we may write only 3 equilibrium equations but we have 5 
support reactions. In the force method (or flexibility method), the additional equations are the 
compatibility equations. Now we will explain the main idea of this method. 

For example let take the same system but as a determinate structure. If we know the 
values of the two unknowns, the two systems will be equivalents for all internal forces. 
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—> %2 
X] 


So, if we can compose the moment diagram for this structure it will be the same as for the 
indeterminate. 
But let try to 1magine what will be the deformed shape in the two cases. 





The deformed shapes are different because in the indeterminate structure, there 1s a fixed 
support at point P but in the determinate structure, it is not. The result is that in the determinate 
structure at point P there are displacements but in the indeterminate, they are zero. The 
equivalence of the internal forces of the two systems is not enough. Therefore, if we want 
equivalence of the systems we need to find the displacement at point P of the determinate system 
and to put them to be zero. 


That will be the additional equations – the equations of the displacement consistency 
or compatibility equations. 


The question is: How to find this displacements as we don't know the extra forces X; and X2? 
To answer of this question we will use the principle of superposition: 


% 
"ты 
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Pt 
Х| 





Мр — Mr, + Mx, T Му, 

According to the principle of superposition, the determinate structure subjected to an 
external load and extra forces loads can be separated by three situations: the first 1s the system 
subjected to the external load; the second 15 the system subjected by X; and the last one 15 the 
system subjected by X». On the other side as we know already if the force with value ХІ subjects 
the system one may compose the internal moment diagram M y,. However, one may compose the 
diagram from the unit force and to multiply it by the value X; and the result will be the same. 
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Mx, = М, X X4 
Same situation we have from the X» force. 


X Ж, = 1 


Mx, = М> X X» 
We may use the last two results at the previous one to write the next: 


М; = My, + М, ХХ, + М; х Х; 
Where: 
Му – 1s internal moment diagram obtained by the external load at the statically indeterminate 
system; 
Му = is internal moment diagram obtained by the external load at the statically determinate 
system; 
M4- 1$ internal moment diagram obtained by the unit value of the X; force at the statically 
determinate system; 
М>- 18 internal moment diagram obtained by the unit value of the X» force at the statically 
determinate system; 
X, and X» are the unknown extra forces. 


Important to know: This 1деа 15 valid and may be used for everything — displacements, 
deformations, support reactions and shear and axial forces. АП internal forces, displacement and 
support reactions at the indeterminate system may be determinate using determinate system. We 
call this determinate system — primary system! 


This 1s important to know because we will use it for the displacement at the point P (in presented 
case) to find the displacements at the point and to put them zero value. As the primary system 18 
determinate, we can obtain the displacements at a point P from every load – external, X; = 1 and 
Х = 1. 





Ay 
s’ А 
ја 
22 —>- 3 
/ \ 
| | A 
\ | 
\ М ! 
\ f / 
\ / 
/ 
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A; — is Фе displacements at X; application point ( point P) at X; direction from all loads — 
external load and unknown values of X; and X» in the primary system. 

A> — is the displacements at Хр application point ( point P) at X» direction from all loads — 
external load and unknown values of X; and Хэ in the primary system. 

And they are equals to: 





Дур — is the displacements at X; application point (point Р) at X; direction from external load 
only in the primary system. 
Дәу — is the displacements at Хр application point (point P) at X2 direction from external load 
only in the primary system. 





ду — is the displacements at X; application point (point P) at X; direction from X; = 1 only in 
the primary system. 
021 — is the displacements at Хр application point (point P) at X; direction from X; = 1 only in 
the primary system. 
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912 — is the displacements at X; application point (point P) at X; direction from X = 1 only in 
the primary system. 
021 — is the displacements at Хр application point (point P) at Хр direction from X; = 1 only in 
the primary system. 


Or: 
А, = Ді; + 041. X4 + 045. X» 
А, = Азу + 021. X4 + 052. X2 


But according the displacement consistency we must have: 


А; = 0 
А, = 0 
Therefore we have: 
041. X4 + 012. X» + Aif= 0 
021. X4 + 022. X> + Аз = 0 


Finally, we have two additional equations and we may obtain the values of Фе two unknowns — 
the extra forces X2; X2. 

Next step to solve is haw to obtain all these displacements. This is already solved 
problem at the previous chapter. To find the displacement at some point we need to analyze the 
system from a virtual unit load. 


1. Displacement from the external load: 


To find the 4); displacement we need a virtual vertical unit force: 





The result from this virtual vertical force 1s the same as this from the unit value of the X; so we 
may use the diagram from X; = | that we already have instead of the M diagram. 
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And Фе displacement is: 








"itd dn 
ы-У 


To find the ДА» displacement we need а virtual horizontal unit force: 


—> 
М2, 


\ 





The result from this horizontal force is the same as this from the unit value of the X» so we may 
use the diagram from Хз = 1 that we already have instead of the M diagram. 


And the displacement is: 
M о ot as 
мг= Der 57 2, 


2. Displacement from the unit values of the extra-forces X; = 1 and X» = 1: 








To find the дуу displacement we need a virtual vertical unit force and for 02; displacement we 
need a virtual horizontal unit force: 
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The result from these virtual forces 1s the same as this from the unit value of Фе X; and Х so we 
may use М; and M; diagrams instead of M diagram. 
And the displacements are: 


E D „у (nas -Y [а 
sa = Y [Mas = У [as 


To find the 62; displacement we need a virtual vertical unit force and for 022 displacement we 
need a virtual horizontal unit force: 














The result from these virtual forces 1s the same as this from the unit value of the X; and X» so we 
may use М; and М» diagrams instead of M diagram. 
And the displacements are: 


Мм, | М.М | 
ба = У | ^g =) = 
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У = >. 


Important to know: 


а 





У [а 


1. As itis obvious from the expressions 012 = 02; and it is not necessary по calculate two of 


them. 


2. When we analyze indeterminate systems, it is not necessary to compose M diagrams 
because we already know that they are same as M; and М2. 

3. The presented idea is valid not only for two-times indeterminate structures but for n- 
times indeterminate also. The procedure is the same. The compatibility equations for n- 


times indeterminate structure are: 


se eps бін Хи + Aif= 0 
sae бәл. Ху + Аг = 0 
=] бз. Ху + Азу= 0 


ect Onn: Хи + Anf= 0 
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Choice of a primary system. 


The choice of a primary system is very important because for only one indeterminate system 
there are many different variants of a primary system. One should choose easier, most 
appropriate and correct primary system. 


How to compose a primary system: We compose a primary system removing links from the 
indeterminate structure. We remove so many links as 1s the number of the degree of freedom w. 
We may remove as external links and internal. When we already have some primary system we 
must do the kinematical analysis of it to prove that it is stable primary system. 


Examplel: For presented indeterminate structure, compose different primary systems. 





original system 


First, we should calculate how many times tis structure 1s indeterminate: 
у = 34 — 2 К—а = 3.1 — 2.0 — 6 = -3 


We need to remove three links. First, we will remove only external links. 








Variant 1 


Variant 1 of the primary system is a simple beam. It is a stable structure. 
At the next variant we will remove not only external links but internal. 


Variant 2 


Variant 2 of the primary system 15 a simple beam. It 1s a stable structure. 
Important to know: When internal links have been removed the unknowns are always couple! 
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At a Variant 3 we will remove only internal links. 





КА: [1 + 4 + 23]Cw = 0) 
Variant 3 of the primary system 1s a structure type I and is a stable structure. 





КА: [1.2](w = 0) 
Variant 3 of the primary system 1s a three-hinged frame and 15 a stable structure. 
It is possible to compose many other variant of a primary structures but it 15 not necessary. 
Important to know: The primary system should be type I (if it is possible). When it 1$ type I we 
are sure the system 1s stable. 


Example2: For presented indeterminate structure, compose different primary systems. 





original system 


First, we should calculate how many times tis structure 1s indeterminate: 
w = 3.d — 2.k — a = 3.3 – 2.3 – 5 = –2 


We need їо remove two links. 
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А — >: 


КА: [4 + 2.1. ДА (и = +1) + 3(w = -1)|(w = 0) 
Variant 1 of the primary system 15 a fixed beam and а tied three-hinged frame. It is a stable 
structure. 





КА: [1 + 2. AA']Cw = 0) 
Variant 2 of the primary system 15 a fixed beam and a simple beam. It 1s a stable structure. 





© 


Variant 3 © 
17777 


КА: [1 + 2.3](w = 0) 
Variant 3 of the primary system 15 a fixed beam and a three-hinged frame. It 1$ a stable structure. 
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КА: [1 + 2.3|(w = 0) 
Variant 4 of Фе primary system 15 а fixed beam and a simple beam. It 1s a stable structure. 


How to compose a primary system: The primary system should be easier because we analyze it 
many times from many lad cases. When the primary system is simple, we obtain moment 
diagrams easy and fast. Diagrams are simples and one can compose them without mistakes. 
When diagrams are easy the next calculations (multiplications of the diagrams) are also easy. 

For the examplel Variant 1 1s simple and suitable and can be used properly. Variant 4 1s also 
appropriate because 1s symmetrical. 

Important to know: When the original structure is symmetrical 15 recommended the primary 
system to be symmetrical too. 

For the example2 Variant 2 1s simpler and appropriate because it 1s. Variant 4 1$ a simple beam 
too but it is difficult to think off such a primary system. 


Example3: 


original system 





Tis system 15 composed by | disk supported as a simple beam but the disk 1s closed. This 
is а closed-loop system. The degrees of freedom calculate as follows: 


w=-(3m-k ) 


m is number of the closed loops (including the basic disk — ground) 
k is number of one-degree-of-freedom kinematic pin joints. 
For the present example is: 

w = —(3.2—3)=—3 


It is easy to see this result if cut the close-loop. This system is supported as a simple beam and 
one can calculates the support reactions. But for to calculate internal forces diagrams we need to 
cut at two places so we cannot compose the diagram without obtain first the extra-forces. When 
we cut it three internal forces appears and so the system 1s three times indeterminate. Such 
systems are inner indeterminate. 
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Actually cutting the loop, we compose the primary system. 








== _ Variant 2 


Since the original structure is symmetrical as we already mentioned the primary system 
should be symmetrical too. That is why Variant 2 15 appropriate for this example. 
Example 2 also includes close-loop and composing primary system we cut it without mention it. 


Example4: 






original system 


Variant 1 
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Variant 3 


When the system include a spring support is better to cut Фе spring to compose the primary 
system. 
For tis example the easier end the proper variant is Variant2. 


Examples: 


original system 


у = —(3.2 — 1) = —3 


This system is a complicated one. It has 7 extra-forces and also has a closed-loop. It is not only 
inner indeterminate but external too. 

«1 

А, 


Variant 1 


- 117 - 


www.EngineeringBooksPdf.com 


Variant 2 X. | X 





At the Variant І we removed 4 external links and cut off the closed-loop. As a result, the primary 
system is a fixed beam. At the Variant 2we do the same but in this case primary system 15 a 
three-hinged frame. Variant 3 1s very complicate. In this case, we didn't cut the close loop and 
only include a lot of hinges. As a result, we have a structure type I so it 15 stable structure but is it 
the appropriate variant? 

Important to know: When we put a hinge in the primary system we should be careful about the 
number of the one-degree-of-freedom kinematic pin joints k. This number tell as haw many 
internal moments we should put in the primary system. 

At a Variant3 the left hinge is with k = 3 so there are three internal moments we removed and we 
should put them as unknown in the primary system. The other two hinges are with К = 1 that is 
why we put only one unknown internal moment. 

After all this analysis what 1s the better primary system? The preferable primary system 1s 
Variant2 because it is partly symmetrical but Variant] is also proper if one prefer it. 


Full example of analysis of statically indeterminate frame: 


Analysis of statically indeterminate frame loaded by external load: 


Data: 

F = 20 kN beams (0.25/0.315): columns (0.25/0.25): 

M = 15 КМт Ij = 0.000651 m* Га = 0.0003255 т 

а = 10 kN/m’ Аь= 0.0788 m Аса = 0.0625 m 
Ij = 2.124 Е = 2.4.10’ kN/m 
fj = 0° о, = 0,00001 
to = 25 с! = с" = 0,05 т 

ф = 0,05 гаа 
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1. Degree of indeterminacy: 

п-3а-2К-а; d=1;k=0;a=342=5 

п = 3.1 —5 = -2 => Тһе system is two times statically indeterminate 
2. Chose of primary system: 


The primary system is composed by removing 2 links. The primary system should be 
statically determinate, a stable. 





Variant 1 Variant 2 





Variant 4 





Variant 3 
X» 


X 1 Х; 


The primary system will be analyzed several times from different loads. That is why the 
primarily structure should be simpler for to obtain diagrams easy. In this case will be used 
Variant 1. 
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1. Unit diagrams: 





The M; diagram 15 a diagram in determinate primary system from the unit value of the unknown 
force X;. 


0,75 ә 


Х = 1 
1 
(м) oos | 


0,25 





The М» diagram 1$ a diagram in the determinate primary system from the unit value of the 
unknown moment X». 


2. Flexibility coefficients: 


ду — the displacement of the application point of the unknown X; upon its direction, caused by 
unknown X; = 1. Values of ду calculate using Maxwell-Moor's integrals. 
ЕГ „ы = 1812; EI, =15624 





2 

М 2 
6 == [3434412522236 + Жү. 24257 +2,52 |3 |=53,913.10 ^ 
П EI 781243 3 15624| 6 


—0,75.(2.2,5+ 95) 01625007 +1).2, 236 -5.4167.10 ^ 





5 = X[—— ds = —— 


Е | 15624 


М.М 1 (1 
( 





са -4 
б = X[—— ф-д,-51416740 


2 

M 

jos qe si 30753 Je sons? + (0,751) +P |2 зе -2,5666.10 ^ 
22 EI 1562443 781246 
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3. Verification of the flexibility coefficients caused by the unit value of Фе unknowns: 


M? 
5 ds 
EI 


9 


Убу =] 





For this verification 1s needed to compose а summary moment diagram М,. It is composed by 
adding the values of the unit diagrams at each specific points. 


М. =M,+M, 





2 

M 

У |— ds = sal el” + (443,25) + 325° |з) + 
EI 15624 \ 6 


Lg 211 +(1+3,25)2 + 325? |2,2361 = 66,763.10 ^ 
781243 6 
M 2 
—4 —4 —4 —4 $ 
ч, = 53,913.10 +2.514210 ` +2,5666.10 ` = 66,763.10 => L0 = ей 
During coefficients summering we should remember that 0/2 =02; and it should be included the 
two coefficients. 


4. Diagram of the primary system from external load: 
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5. Flexibility coefficients from the external load: 


34154-32525.22361 + 


а 1 
Ауу 201—4 == 


| ЕП а. 2.17,5(4+2,5)+ 25.25]з| =-304,782.10—4 


MM - 


"15624 6 


О 
М.М zii 


— 1| 
ds — 6 


Азу" > жан 15624 


0,750,5--2.17 53+ - A 5 - 5 215(2.075«1)22361) --11983.10- 4 


6. Verification of the coefficients from the external load: 








9 М M 

5 му ds- d | 1154.4—125(2.3,25+1).2.2361 |+ 

EI о = 

1 1 =A 
__-___|__-[55.4+2,17,5.(4+3,25)-+ 3,25.2,513 |= —316,765.1 
а 5155 +2.17,5(4+3,25)+ 3,25 58] 316,765.10 

М с 

EA; --304782.10 ^ —11,983.10—^ = –316,765 >  XAy-X| ds 


7. Compatibility equations: 


53,913Х | +5142Х 4 —304,782=0 ә 
5,142X 


X, =6,438 


+ 2,5666X » -1198320 > Хх) = —8,229 





1 
8. Final diagrams: 


It is composed by using next connection at each specific point: М гав МУ +-М pX1 M5. X^ 


f 
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9. Compatibility verification: 








MM, 9 
5 f 
4-0 
М ЕТ 
sj йт Е 146 10,752-15}44+ 48 25.7,423 + (3,25 17,423 - 8,229)- 8,229. 1|2,2361 |+ 
Е 78126 >? б , , , у | ; 
TEN ? 
E = 1 % [-29,248.4+2.0,33764+3,25)+ 3257423} = 22,202.10-4—28153.10-4 +5,9485.1074 =0 


281505.1074 +28,153.1074 20 0,0087% — error 


If the consistency condition is satisfied, we can continue with composing the shear and 
axial force diagrams. The shear force diagram is composed by using connection between the 
moment and the shear. The normal force diagram 1s composed using joints equilibrium. 


a 20 27,22 


=== 1 
6,438 | iQ, = 2. | | А 
О = 7, Ө UV 
а М “= 6,261 | М = 6,438 
A К М, = 0,17725 | "6.438 
D 
N = 0,39634 а 


М, = 0,3545 
2\ | | У =0:20+27.22- N” =0— М” =4722 

а -arcar| 2) - 634349 2 0:204 27, 0 7 
| УН =0: 6,438+0-N* =0 > №" = 6,438 


О. = Озпа = 6.261 


п < 


О = Осовга = 3.1305 


= 0:2,776+ №, –6,261=0 М, = 0,3545 
А, = 0,39634 
УП а 
№, = N cosa = 017725 
check: У Н =0: 0477254 6,261—6,438 =0 


6,43825— 6,438 = 0 > 0,004% error 





21,22 
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Analysis of statically indeterminate frame loaded by temperature load: 


The analysis of indeterminate frames from the temperature load 1$ the same as this from 
the external load whit only one difference. The final diagram made using the following 
expression: 

M,=+M,.X 


,*M X 


171 2,7721 

The reason of this result 1s that at a determinate structure (the primary system) there 1$ no 
diagram from the temperature load. Therefore, to compose the final diagrams we need only to 
calculate new values of the unknowns. To calculate them is necessary to determine the 
displacement of the unknown's application points caused by the temperature load — A4,, Д,;. 
Then the compatibility equations will be: 


044. Xit + 012. Xot + A4,— 0 
054. Xit + 022. Xot + До = 0 





The displacements A4, and А-, are displacements at a determinate system so the way of there 
calculation is already explained and it 1s: 


а, At 
= у P | маз+ У ав | маз 


For the present example, the solution from the temperature load 1$ as follows: 





2 
fo = 25" 
ІІ = 0° t [2 
а = 0,00001 

2 
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This solution needs to compose the normal forces diagram from the unit loads. 





0,25 ) 


Xo = 1 

















| | | h tt) 0425 
For the rectangular cross-section, te 1$ the middle temperature: te = 5 = = = 129 A 23" 
Calculation of the coefficients: 
25 ] 25 4-2,5 -4 
A4, =0,00001 | ——— 4.4 + ——— 4 12 4+1.3)|=1 1.10 
"LIU ГЕР +0315 2 3+12,5(0,5.4 + 3) 63,63 
A», =0,00001| 20,752 -12,5.0,25.4|=7,6786.10~4 
21 , 0,315 , 2 , , , 
Verification of the coefficients: X A; = poe [M ;аз+у оле | №545 
Composing the summary diagram N; 
2 
2 
0,25 
2 3 1 
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ХА, -17131.10 ^ 















At —5| 25 1 29. 545,25 -4 

ај 9. | М .ds + У М№.аѕ | =110 `|——44+— 3+12,50,25.4 +1.3) | = 171,31.10 

b т. sds+ die] Ns | ES 0,315 | ) 
Compatibility equations Гог temperature load: 
53,913X т 5,142 ^. + 163,631 =0 > X, E39 9902 

5,142X,, + 2,5666Х „, + 7,0786 = 0 > Xan, =3,818 

It 2t 21 
Final diagrams from the temperature loads: М 2 М | X ТЫ М 2 X 2; 
13,5968 5,6345 
A 
Compatibility verification: 
- 126 - 


www.EngineeringBooksPdf.com 





мүм, 





x g= 1 [14 13596в.А++12,5;(—5,6345)+3818]2,2361\- 
EI ni. ge Ge PS 


EET = i [5 4.13,597 + (13,597 +5,6345)(4 + 2.5)+ 25.5.3453] =163,36.10 7 = A, 2163361.10 ^ 


Analysis of statically indeterminate frame loaded by support settlement load: 


The analysis of indeterminate frames from the support settlement load is the same as this 
from the external load whit only one difference. The final diagram made using the following 
expression: 


M, =+M Xio tM. A. 


The reason of this result 15 that at a determinate structure (the primary system) there 1$ no 
diagram from the support settlement. Therefore, to compose the final diagrams we need only to 
calculate new values of the unknowns. To calculate them is necessary to determine the 
displacement of the unknown's application points caused by the support settlement – A,,, A». 
Then the compatibility equations will be: 


0441. Xic + 012. Хәс + Aic = 0 
054. Xic + 052. Xoc + А-с- 0 





The displacements A4. and A>, are displacements at a determinate system so the way of their 
calculation is already explained and it 15: 
n 
Aic = > Ri. C 
1 


For the present example, the solution from the temperature load is as follows: 





c, = 0,05 т 
ф = 0,05 rad 2 
EI.= 7812 КМт“ 


Determination of the flexibility coefficients: 
To obtain these coefficients we need reactions at the unit diagrams and use the formula: 


Aic =-У Құс; 
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The sum of the right side of the equation represents the work of the support reactions at the unit 
diagrams through the support settlements. 


А,  -(0,05.0,5--0)- -250.1074 
C 
A».  -(-0,05.0,25 0,051) 625.10 ^ 


| 
Verification of the coefficients: У A; "xa R mrt 


К;;- support reaction of the summary moment diagrams — Ms. 


-E R, с: --(0,05.0,25—0,05.1)2 375.10 ^ 
X А. = 625.107 250.10 ^ 2375.10 ^ 


Compatibility equations for the support settlements analysis: 


53915X4 +5142Х – 250-0 — X, = 34,44 
5142Х | + 2,5666Х ) +625=0 > Хо =-312,51 


Final diagrams from support settlements: 


148,29 





137,78 


312,54 
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34,44 


< 69,89 








ZN 
Compatibility verification: 
М.М 
p uc 
LE 0775 
y Me = | (14137784—125148294312,54]2,2361 |+ 
EI 7812413 ^" "^ 677 77 MS 
1 1 A 
| — 4,1 1 ~148,29}(4+2.5)—2,5.148,29|3 | = 250.1 
seal! 37,78 + (137,78–148,29)(4 + 2.5)— 2,5.148, 29 50.10 
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mE -4 
= Ау. = ++ 250.10 | 
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Symmetrical indeterminate frames. 


If one indeterminate system is symmetrical is better to use this property when analyze such a 
system. In this section, we will show this property of the system and how to use it. 

One system is symmetrical if it has the following properties: 

1. the geometry is symmetrical; 

2. the supports are symmetrical; 

3. the cross-sections (A and /) are symmetrical; 

4. the physical data (E-module) 1$ symmetrical. 
The external load can be symmetrical, antisymmetrical or common. 

First of all we will show when one force or moment 1s symmetrical and when it is 
antisymmetrical. 


e symmetrical forces ( moments): 





1. Two vertical forces are symmetrical when the application points of the forces are at one 
and the same distance from the axe of symmetry and the forces at the two sides of the 
symmetrical axe have one and the same direction. 

2. Two horizontal forces are symmetrical when the application points of the forces are at 
one and the same distance from the axe of symmetry and the forces at the two sides of the 
symmetrical axe have inverse directions. 

3. Two moments are symmetrical when the application points of the moments are at one 
and the same distance from the axe of symmetry and the moments at the two sides of the 
symmetrical axe have inverse directions. 

4. One vertical force is symmetrical when the application point is on the axe of symmetry 
and it doesn't matter of its direction. 
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1. Two vertical forces аге antisymmetrical when the application points of the forces are at 
one and the same distance from the axe of symmetry and the forces at the two sides of the 
symmetrical axe have inverse direction. 

2. Two horizontal forces are antisymmetrical when the application points of the forces are at 
one and the same distance from the axe of symmetry and the forces at the two sides of the 
symmetrical axe have one and the same directions. 

3. Two moments are antisymmetrical when the application points of the moments are at one 
and the same distance from the axe of symmetry and the moments at the two sides of the 
symmetrical axe have one and the same directions. 

4. One horizontal force is antisymmetrical when the application point 1s on the axe of 
symmetry and it doesn’t matter of it’s direction. 

5. One moment is antisymmetrical when the application point 1s on the axe of symmetry 
and it doesn't matter of it's direction. 


Important to know: Internal normal force and internal moment on the axe of symmetry are 
symmetrical forces. Internal shear force on the axe of symmetry 15 antisymmetrical force. 


Now will show how to transfer two common forces to a symmetrical and antisymmetrical: 





Each force can be transfer at two parts one symmetrical and one antisymmetrical. In this 
way the two forces A and P are transferred to a two couples — symmetrical and antisymmetrical. 
After that if one take a sum of the symmetrical couples of the two forces will obtain one 
symmetrical force (couple) X;. If one take a sum of the antisymmetrical couples of the two 
forces will obtain one antisymmetrical force (couple) X2. 
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And inversely if one have directly values of the two couples a symmetrical couple X; and 
antisymetrical couple X» one can obtain the values of the common forces A and В as follows: 


А = Х1/2 “Р X>/2 and В=Х |/2 Х›/2. 
This idea is common not only for forces but for moments and displacements 0150. 

Actually in the structural analysis we use the last way of the decomposition. For the force 
method we use directly symmetrical and antisymmetrical couples X; and Х; as unknowns and in 
the end if it 1s necessary we obtain the real forces A and B. 

To be possible to use a symmetry in the force method not only indeterminate system 
should be symmetrical but the primary system must be too and to use couple of unknowns. Now 
will show some examples of a symmetrical indeterminate system and different symmetrical 


primary systems: 





Г Г 
original system 
E = const. 


This structure is symmetrical because the geometry, supports, cross-sections and the physical 
data are symmetrical. So, the primary system should be symmetrical. 





777  Nanant2 7777 
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Variant 3 


At the first variant the two supports moments are presented by couples of symmetrical 
antisymmetrical unknowns. X; is the symmetrical couple, X» is the antisymmetrical couple. Хз 1s 
the internal moment for the frame, that 1s why it is a couple and because it 1$ at the axe of 
symmetry, it is a symmetrical unknown. X; and Хз are symmetrical and X» is antisymmetrical. 

At a variant 2 all unknowns are internal moments but X; is on the axe of symmetry and it 
is a symmetrical moment. It is not necessary to transfer it to couples. Therefore, the X; and X? 
are symmetrical and antisymmetrical couples and they present the transferred couples of the 
internal moments in the left and in the right columns. 

At the last variant, the frame 1$ cut at the axe of symmetry so we directly have symmetrical and 
antisymmetrical unknowns. X; and X5 are symmetrical and X» is antisymmetrical. 


Important to know: The most important effect of using symmetry is at the multiplication of the 
diagrams for calculation of the displacements. When the unknown is symmetrical, the internal 
moment diagram 1$ also symmetrical. When the unknown 15 antisymmetrical, the internal 
moment diagram 15 also antisymmetrical. When symmetrical and antisymetrical diagrams are 
multiplied the result is zero. Follows the displacement is zero. 


Full example of analysis of a symmetrical frame using this property from the 
external force load. 


F = 40 КМ 
а = 16 kN/m’ 
ly = 0,21 

400 4,-1,544 
Ас = Ap 
[Ас = 0,01 





On tis example in ада поп to symmetry we will use not only moments but normal forces 
to calculate displacements. The reason of this 1s that as part of the frame there 1s a rod. We are 
not obligate to use normal forces but it 1s better to do it. For the present example, there is not 
essential difference in the analysis with and without taking into account normal forces but we 
will show the analysis including normal forces. 


1. Primary system: 
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X3 X3 
С <-- 


Xi 2 X» |x 


— 


zu 


Variant 1 





At the two variants, X; and X; are symmetrical and X; is antisymmetrical. Variant 1 will 
be chosen. 


2. Unit diagrams: 

















ВА 
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The diagrams Му, №, Мз, Мз are symmetrical. The diagrams M» and №; are antisymmetrical. 


3. Diagrams from the external load at a primary system: 
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Ер 


60 128 


EDE 


4. Calculation of the displacements: 








EI = 2,4. 10”. 3,255. 104 = 7812 
2EI = 2.2,4. 10”. 6,512.10 = 15625 
EA = 2,4. 10”. 0,0625 = 1500000 
1,5EA = 1,5.2,4. 107. 0,0625 = 2250000 
































M; N? 4. 

би => [4 +) —ds= 13 32,3 Ln nes = 2.304.10 > + 4,608.10 ^ 43,556.10 ^ 26,916.10 
Е] EA 3 7812 15625 2250000 
М.М М.М 

6 = 1 2 ds! 172 | —() 

Е 21 ЕІ 2. ЕА 

_ М\М, ! ММ; 

бә = У | E d dL, 0 () 
M? N? 

D | —- ds' (Y d T DE EH = 2304.10 ^ + 4,608.10 ^ - 3,556.10 ^ = 6,916.10" 
EI EA 3 7812 115625. 2250000 
М.М N.N | 4.3.4.2 

б. = I d gn е +0 = 3,072.107 

т > | EI "m EA 2 15625 
М: N? 

D =). | — ds'+ У —ds = d о. ES = 2.731.107 +2,6667.10 ^ = 2,7337.10^ 
EI EA 315625 * 1500000 


_ 160.2.3+1,5)1,5 3.604 13.1284 _ 


6 7812 15625 3 15625 








М.М” NN; 
Ар РА te pm EA 


- 1404 144.10? — 46,008.10 32,77.10? — 7,111.10 = —27,78.10? 
2250000 
M,M* №, №, 1 60.(2.3 +1,5)1,5 3.604 13.1284 
soy Mae y У у 1603515)15 3604 13.1284 | 
EI EA 6 7812 15625 3 15625 
- 14045 144.10? — 4608.107 —32,77.10? — 7,111.10 = 93,32. 10? 
2250000 
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pp 22214604 141284 


-0--30,72.107-232,7710”--63,4910” 
215625 4 15625 








[= 


5. Verification of the coefficients: 





М. М, 
> 6, => | E ds Dir 


6 
o, 

3 б | 

10 4 


2 
У ds + a fp ы! 6° +( (6-10) «102 | — r fs 4 
EA 37812 6 15625 315625 


224 17.4 
P= 
2250000 1500000 
2 0 = 6916.10? + 6,916.10 7 + 3,072.10” + 3,072.10  2,7337.10? = 22,709.10” 


Tp 
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= 4,608.10? +16,73.10 > +1,365.10 7 - 7111.10 ? + 2,667.10 = 22.71.10” 
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M M° N № 
У` | М; у у АУ; „___16042.6+3)Љ5 _ 1 60.6 +10)4 _ 
EI EA 6 7812 2 15625 
2.40.4 —3 —3 —3 —5 
-—— — . = 28,801.10? —122,88.10? – 32,768.107° — 7,111.10 
2250000 


У А, = 21,718.10? —93,32. 107 —63,49.10 ^ = 184,59.10 7 
6. Compatibility equations: 


6,916.10” X, -27,78.10 ^ 20 
6916.10 X, - 3,072.10 X, –93,32.10 7 20 |:107 
3.072.107 X, + 27337.107.X, – 63,49.10 =0 


6916X, —27,78 =0 — X,2 4017 
6,916Х, +3,072X, –93,32=0 Х, = 6,344 
3,072Х , + 2,7337Х , — 63,49 =0 — X, =16,096 


7. Final diagrams: 





35,413 


16,018 


1 4(128 + 2.32)4 


6 15625 


--184,5210” 
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16,018 








2,297 
8. Compatibility verification: 
yj da ds' + y= n PS ast 
у] A йз + Yd = ue ep + (3+6)(15,67 – 28,66)— 6.28,66] I" J 





-- заң + (10 + iun -28,66)- 
6 15625 | 


4 2.29,553.4 | 1.16,018.4 ” 


re 56,86 + 2.7,105)——— 
6 15625 2250000 1500000 
3,01.10 73 —7,74.10 73 +12,38.10 73 —7,28.10? —1,05.10^ +4,27.107 =0 


15,43.10 ^ –15,125.10 =0 
Indeterminate frames containing springs. 
As we already mentioned when an indeterminate frame includes spring best way to 


compose a primary system is to cut the spring. Therefore, the solution has the same idea. Here is 
presented full example of the analysis of system containing spring support: 





E=2.10 
1 = 0,000675 m 5 с=Е= 1350 4=1/ЕІ = 7,407.10“ 


When we take such a primary system the unknown is the spring reaction. When we load 
the system by X; don’t forget to load the spring whit the same load and to include its influence at 


the displacements. 
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44,5 Е 


17,5 


7,5 


It is suitable to cut the spring because in this situation there is no reaction in the spring 
from the external load. Only from the unknown X; (the unknown at the spring) it appears the 


spring influence. In the concrete case at 041. 


à» | У 


1545 qe 42,6667 


3 Е El 1350 


м, | L3 
2. 


_ 1 

If 1350 
A,, =-0,2771 

Мр 0,2771 


X, = -—=- = === = 8,76757 
: бі, 0,03160 








= 0,03160 


1 = 





Mr = Mr, + Mx, 


7,5 
0,66215 


0,66215 
ЖА 


0,03514 
0,23243 


Я 76757 
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sas + (5 +2)(44,5 +17,5) + 2.17,5]- < 2.2.2.175 Г 75) +0=- 


374,083 


1350 


o 
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Chapter 10 


Displacements at statically indeterminate structures. 


The displacement at statically indeterminate structures calculates 1п the same way as in 
the determinate systems. 


According to principle of the virtual work for a system subjected to an external force and 


temperature load and including springs supports the displacement at a specific point calculates 
using the next expression: 


m lg. мм ase еа Уеа У [netta 











Where М", Q”, №, and S" are internal and spring forces caused by a virtual unit load in 
the indeterminate frame at a specific point for which we are calculating the displacement. 

Мр, Qr, Мр, апа5 f are internal and spring forces caused by external load in the indeterminate 
frame. 

In the previous chapter, it was shown haw to analyze indeterminate frames. e necessary 
to compose primary system and to analyze it many times from a different loads. I it is needed to 
compute a displacement at some point in indeterminate system we need to analyze the system 
ones again but from some virtual load. Moreover, diagrams in indeterminate structures are 
complicate and it is possible to make а lot of mistake of their multiplication. Conclusion 15 that 
calculation of displacement in indeterminate frame 15 a complicated problem. 

However, it 1$ possible one of the solutions to be in determinate system. Now will be 
shown this idea and how to use it. To be easier let take only external load internal moments 
integral in the expression of the displacements. The main idea for all other parts is the same and 
it is not needed to use it now. So, we have: 


И. 
a=) |- 


Now let think that indeterminate frame is analyzed using force method. Let also make 
assumption that the frame is two times indeterminate. If the frame is more times indeterminate 
the expressions are the same but longer. The external load internal moments diagram we can 
compose using following expression: 


Мр = Мр + M4. Ху + +M,.X> 


Let substitute this expression ш the expression for the displacement: 
n 1 О Mn 
Ар = > zi (Му + М,.Х, + +М».Х>)М"а$ 
1 = 1 = 
== > | rz; М? М"аз + > | Ет Me% + +M,.X,)M"ds 
1 E 1 E 1 E 
== > ЕТМ ds + > Ін гаи + > Н Ет 12227 ds 
у [мт 
=» | -аз Ух |” wast) x, f” 
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The question is what are the last two integrals? 


y x (^ s Ух, [ена М" | 


М" is the moment diagram in the indeterminate frame from a virtual load. 
М; and М, are the moment diagrams unspecified primary system from a unit load. 
The integrals present the displacements of the X; and X» application points from a virtual load. 











If the indeterminate frame is on equilibrium than the displacements of 
the X; and X»; application points should be zero! 


The conclusion 15 that: 





M,. M” 
a ds = 0; 
М2. a 
Ух, $ = О. 


Finally the result about the displacement in indeterminate frame 15: 


M? M" 
y= > [a 
f EI 


The diagram from the external load can be determinate in arbitrary determinate frame. 
On the same way we can prof that the other one diagram can be composed in arbitrary 


determinate frame, or: 
Мр М? 
У [а 
f EI 


As conclusion, we may say: The displacement of some point in indeterminate system can 
be calculated using internal forces diagram from external and virtual load 1n indeterminate 
structure. Using internal forces diagram from external load in indeterminate structure and virtual 
load in determinate system. Using internal forces diagram from virtual load in indeterminate 
structure and internal forces diagram from external load in determinate system. 


M” М? M 
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Example: 


Calculation of displacement in indeterminate frame from external load: 






EI = 20000 
4-10 
Е=20 3 


The internal moment diagram from the external load in indeterminate structure and the 
internal moment diagram the virtual load in indeterminate structure are: 





1 





1 
= (132.01 + (132 — 2 1–02) +263902) 


1 
+ 5 0,2(26,39 — 3,61). 1,5 — 3,61.0,2.1,5 


1 1 
+ 6 (—3,61.0,2 + 2.17,7. (—0,2 + 0,9) + 21,8.0,9).2 + = 09218 + 2.15,9). 2| 
36,93 
20000 








= 417—1 14 1 = 
50000 (3,9585 + 3, ‚083 + 14,5593 + 16,8) 





М"М* 
"= У | zr ds = 1,847. 10-3т = 0,185cm. 


The moment diagram from the external load in determinate structure and the moment 
diagram the virtual load in indeterminate structure are: 
The determinate frame 1s arbitrary and 15 better to be such system to compose diagrams easier. 


- 143- 


www.EngineeringBooksPdf.com 





The calculated displacement in this case 15: 


: M? M” 
Аш > | ЕТ 45 
1 п 1 
= E (—0,1.90 + (90 + 30)(—0,1 + 0,2) + 30.0,2).3 + 5 30.0,2.1,5 
+ : (—0,2.0 + 2.15(—0,2 + 0,9) + 0,9.20).2 + 20,9020 + 2.15). 2| 
37 
20000 


ds = 1,85.10 ?m = 0,185ст. 





(4,5 + 4,5 + 13 + 15) = 





~ 20000 7 
мем" 
Ли У | f 
f EI 


The moment diagram from the external load in indeterminate structure and the moment 
diagram the virtual load in determinate structure are: 
The determinate frame is arbitrary and is better to be such system to compose diagrams easier. 





F 
2,0 


| 





Presented determinate frame 15 not easier because in this case the multiplication of the 
diagrams is not so easy but we will use it to show that it 15 no difference if use different 
determinate systems. Better determinate system 1s the previous one because the diagram will be 
only on the simple beam and when multiply will have only two parts for multiplication. 
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The calculated displacement in this case 15: 


МРМ° « 
м= У |= 


_ 20000 6 
+ Z 2(26,39 = О 3 = 


M? M? 
n... 
a=)" | 


Calculation of displacement in indeterminate frame from temperature load: 








* (3, 6142:17,7).2=23 6115 4— – 2026, 39 — 3,61). 1,5 
36,91 
20000 








С 4,17 7) = 
20000 (—26 — 10,83 + 34,17 + 39,57) 


ds = 1,8455.10- т = 0,185ст. 








Е! = 20000 
ЕА = 3840000 
a, = 1,2.107 
h. = 0,25 

h, = 0,25 





If we don't have solution of the indeterminate frame from the temperature load it 1s better 
to perform analysis of the frame from the virtual load. In this case the diagrams should be 
composed for the indeterminate frame. To calculate displacement from temperature load we need 
not only internal moment diagram but normal forces too. The diagrams for the virtual load in 
indeterminate frame are as follows: 





272 2 y 7710 2 Vie 2 y I 2 e 2 y 


M". а,. At _ 
-Y [у (маса 
1,2.107°. 20 


0,1 — 0,2 Е s s 
At= = (-023 F ———-—3) — 1,2. 1075. 10.0,55.6 = —7,2. 1074 — 3,96.10 


t= 1,116.1072т = 0,112ст. 
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Other way to calculate this displacement is to use the diagram at indeterminate frame 
from temperature load. In this case the solution from the virtual load can be at determinate 
structure and the displacement 15: 





M?M? M?.a,. At и 
a-» | EI ds V |“ asy |N . q+. Е ds 


Е 








Е 
3 
{ 
| 
АҒА Вы 2 2 А 


n 


1 1 1 
Anz -----|--1(14,87--2.7,44).2 – 17442 — 0,5.6.10.1,2. 107? 
$ И] 6 Ы ) 3 


- 14977 36 1074 = —7,4385..107* + 3,6.107* 
20000" > 2 “ Us 


A"= —1,104. 107?m = 0,1104ст 





Calculation of displacement in indeterminate frame from support settlement load: 
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If we don't have solution of the indeterminate frame from the support settlement load it 1s 
better to perform analysis of the frame from the virtual load. In this case the diagrams should be 
composed for the indeterminate frame. To calculate displacement from support settlement load 
we need not only internal moment diagram but reactions too. The diagrams for the virtual load in 
indeterminate frame are as follows: 





a=- у Rd 
where d is the support settlement. 
A= -X R”.d = —(—0,1.0,002 — 0,05.0,45) = 0,0227m = 2,27cm 


Other way to calculate this displacement is to use the diagram at indeterminate frame 
from support settlement load. In this case the solution from the virtual load can be at determinate 
structure and the displacement is: 

ds — > К.а 


x у | M?! M? 
t EI 











Ane ЖЕН 
d EI 


ds- У тоа 


1 
1(22,62.2 + 45,25).2 — = 122622] — 0,5. (—0.05) 
_ 30,163 — 15,08 


20000 
At = 0,0227т = 2,27ст 





1 | 1 
200001 6 
+ 0,025 = —2,262.1073 + 0,025 
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Chapter 11 


Analysis of simple indeterminate structures using force method. 

In this chapter, we will present the analysis of so-called kinematical links Type II and 
Type III. We already have presented them at Chapter 2 as basic elements for composition of 
complicate structures. Actually, they are indeterminate structure so they need additional analysis. 


As we already familiar to the force method, we may use it on this analysis. 


Analysis of kinematical link Type II 


EI 


Two times indeterminate system. 


As a external load we will take different situation of a support settlements. Firstly will be 
a rotation at the fixed support with a unit value. 





Unit diagrams and displacements: 


1,0 
ЕІ 


ди = 2. EZ С ЗЕ! 
ным 
бз = У ds = 05, = > Мі as = 0 


A2f= -X Ree = 0 


Af l 3EI 

X = == = —— = == 

| 011 [3 [2 
ЗЕТ 





Х--0 
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Therefore, we have a solution of the link type II from unit rotation of the fixed support. 
Let do the same but from vertical unit displacement of the fixed support. 





The primary system, unit diagrams and the displacement from the unit forces are the same. Only 
the displacement from the external load will changes and it 1s: 


Aif= -X Red, = —1.1 = —1 


A2f= -X 8,4, = 0 


A 1 SEI 
х= _2У = 


БОВ 


SEI 
X^ = 0 


3EI 


| 
3EI razl 3EI 


~ 
о 
OO 
Ст 
| 


If the vertical displacement is on the pin support the result will be the same but with a reverse 
sing. 


3EI 

( 
El 

SE d,=1 lu 


B 1 B 


+ 


Let do Фе same but from horizontal unit displacement of the fixed support. 





In this case we need only normal forces. The primary system 1s the same but the displacements 
are different: 
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1,0 


V ЕА X2=1 
Хі-1 


ЕАЛ 


ө 
ЕА ЕАЛ 


The same result will be if the horizontal displacement 1s at the other support. 


Analysis of kinematical link Type III 


Three times indeterminate. 


As a external load we will take different situation of a support settlements. Firstly will be a 
rotation at the left fixed support with a unit value. 





As a primary system, we will choose a fixed beam. 


X3 
X» 
XI 


Unit diagrams and displacements: 
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EI 





А -Y [Ba Е |" 
11 = 5 = ЗЕ] 
М М 
ый : = ds = бәз = У {A 2 Зв = бә = У | Bas =0 
ye _ 1,19 
1“ 
ИУ 


Д›;= -X Ree — 0 


Ae -X Ree Eod eei 
6,,X, + 05, X; + бузХз ФА = 0 
624 X, + 622Хо + брза + A5, — 0 
634 X, + 632Х + бззХз + Азр 0 











[3 [2 
ИЕ 
ЗЕТ | 2ЕІ 


ЕЕ 1= 0 
ЕГ ЕГ? i 


---Ха-і-0 


LP Рр ап 3 Т 
J 3EIEI 2EI2EI 12Е1 12ЕГ 12ЕГ? 





[ Г 1 
12Е1? | ұт 2B) г) 
Б | 2 pu U 
TZEI ЗЕТ 
12EI* f | 12 12EI* (212 12 121“ 12 6EI 
15- (57-31) = (a) ue ЗЕГ E 
12 Е1“ [^ [3 12 Е1“ 215 2Г 121“ D ВЕТ 
Эһиги (zn ЈЕ Б (sm БЕТ) = - ЛА 6H d 
X, = 0 
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If the rotation 1s on the other support, the result will be the same but mirror. 
2EI ДЕТ 
ЕН 
6EI HE 6EI 
Bop: ОТР 


Therefore, we have a solution of the link type III from unit rotation of the fixed supports. 
Let do the same but from vertical unit displacement of the left fixed support. 





The primary system, unit diagrams and the displacement from the unit forces are the same. Only 
the displacement from the external load will changes and it 1s: 


Aif= -X Rid, = —1.1 = —1 


А = -X Rod = 0 
A2f= -X Rady = 0 


611Х1 + 054 X» + біз Хз + Aif= 0 
054 X4 = 022 X^ "P бәз Хз + A2f= 0 
034 X4 EE 035 X> P зз Хз + Азу= 0 


[3 [2 
— X4 TL Хз = 1 — 0 





3E] 2E] 
2 X. d | X,+0=0 
2EI | EI? i 
[* 
р = —— 
12 212 
| | г] 
БЕГ | ET 2ET| (Xa) = {1 
[4 | [2 [3 | X3 0 
2EI ЗЕІ 
_12EP (| : [2 _ 12615 | 1261 
1 ^ |^ VEI 2] Ав D 
x Ул; [2 : [3 ») = 12Е1? [> — 6EI 
3 2E]  3EI ] _ № 2ЕГ [2 
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xX, =0 


6ЕІ 
ex т — ук 
ОН "n 12Е1 


ЖИЕНІ 








If the vertical displacement is on the other support, the result will be the same but mirror. 


6EI 





In this case we need only normal forces. The primary system 1s the same but the displacements 
are different: 


oo 


; у {x ЕТ 
22 — 4$ = EA 

011 = 033 = 53 = = 012 = 023 = 0 
Aif= Азу= D dy, = 0 


Д›;= — У в» "т = — 


Ау ЕА 
ит 
22 


ЕАЛ 


—— 


The same result will be if the horizontal displacement 15 at the other support. 
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In this way, we already have obtained results about links type II and Ш from all possible 
support settlements. Such solutions we may obtain from different external load too. АП these 
results are made once for all and are arranged at a table can be used directly. Such a table 15 
shown below: 


| 2 


да? 8a За” | 
mi^ L r] 





In these tables 1s used label i for the linear stiffness and it 15: 
EI 


= 


l 
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Chapter 12 


Displacement method for analysis of statically indeterminate structures. 


The displacement method 15 one other method for analyzing indeterminate structures. 
Some time it 15 suitable not to search extra-forces but node displacements. 

The displacement method 1$ used to calculate the response of statically indeterminate 
structures to loads and/or imposed deformations. The method 1$ based on calculating unknown 
rotations and displacements at the joints of frames based on conditions of equilibrium at the 
Joints. 

The force method is a method for calculating the response of statically indeterminate 
structures by which the unknowns are force quantities (the redundant forces X1, X», ..., Xn) and 
the equations used to solve for the unknowns are based on geometrical conditions (compatibility 
conditions at the location of each extra-force). 

It is possible to consider an analogous method for calculating the response of statically 
indeterminate structures in which the unknowns are displacement quantities and the equations 
used to solve for the unknowns are based on statical conditions (equilibrium conditions). This 
method will be referred to as the classical displacement method. 


The procedure of enveloping the theory. 


The procedure of enveloping the theory is logically same as in the force method. We use 
again the principle of superposition and multiplication of unit diagrams by extra values. The 
main difference as we have mentioned is that now we will think about displacement not for 
forces and we will add links not to remove them. 

Let consider the next example and its deformation: 


dq 


w -3.11-0-5--2 
The present structure is two times indeterminate according force method. What about its 
Joint displacements: 
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The two joints of the frame are rotated and the beam 18 displaced horizontally. Main 
question is: Is it possible to determine these joint displacement and rotations? If it is possible we 


will be able to determine full deformation of the frame. 
What will happens И we add some links to stop the joints displacements and rotations. 


We should add two rotational links and one linear horizontal. 





In this case the nodes of the frame are fully fixed end the separate parts of the frame have 
only local and independent deformations but no displacements. Of this reason the local 
deformation 15 fully determinate (it is known by Strength of materials). In addition, we have 
displacement-controlled system so, we can give a unit values of the joint displacement and 
rotations. We will give them unit value because we don't know the real опе (p; = Z; 21; 95 = 
Z2 = l; u = 23 = 1). Actually, what we search for? As we add links оп the frame, they stop the 
displacements but as a result, 1t appears additional reactions on them. 





Furthermore, we should add some information about rotational link. Let consider the consistency 


of the fixed support. 
horizontal linear link: 


н и = () 
Fixed support: du 
M 
vertical linear link: 
H 
~ — у = () 
= () ү 


rotational link: 


„йы 
Ca 
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The fixed support includes two linear links and one rotational link. One should remember that 
the rotational link can exist separately (independently) as the linear links. 

As a result when we put on the frame one rotational link we stop only the rotation of the 
Joint and add only a moment as a reaction. 

Return on the indeterminate frame and the displacement method. In the original frame 
there 1s no any link on the nodes and consequently any joint reactions. Logically if the two 
frames should be equivalent these new reactions should be zero. And this is the equilibrium 
equation from which we will find the values of the joint displacements and reactions. 


К; = 0; К, = 0; Кз = 0 


Ry = Куу + 711.20 + 712. 22 + тз. 23 = 0 

Ку = Ку + 721.21 + 722.62 + Рз. 23 = 0 

Кз = Кају + 731.21 + 732.62 + Таз. з = 0 
уућеге: 
rj. Z; 1s the reaction on link i from the real value of the rotation (displacement) gj (и). 
ri; 18 is the reaction on link i from the unit value of the rotation(displacement) бу (и) = 2) = 1. 


Ri 15 the reaction on link Т from the external load. 


From the obtained equilibrium equations we will calculate the real values of the nodes 
rotations and displacements: 
711: 01 t 712.02 + Тз. 23 + Кур = 0 
T21: Z1 + 722. Z2 + Рз. #3 + Куу = 0 
T31: Z1 + Та2. Z2 + T33: Z3 + Rag = 0 


The question 1s how to compose internal moment diagrams from the unit displacements 
of the displacement and how to calculate the additional reactions at the additional links. Let see 
the situation Z; = 1 — the rotation of the left node of the frame. 


Composing of unit diagrams. 
When we have added rotational and linear links then the nodes of the frames are fully fixed — 


there 1s no displacements and rotations. If we impose rotation of the left joint only connected to 
it members of the frame will deform. The other will be undeforming. 


Ze] 





In addition, the two deformed members are independent to each other. In other words, the 
hall frame 15 separated to independent members. In this way, the problem to analyze frame from 
the rotation at the left node transforms to a problem to analyze the different members. This 
problem we already analyzed in previous chapter. 
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So the internal moment diagram we will compose as composing diagrams from the 
different parts. It is enough only to think carefully how to rotate the diagrams. 





The best way to draw the diagrams correctly 15 to look at the deformed shapes of the different 
parts and to draw the diagrams on the tensile side of the member. 
The internal moment diagrams from the unit rotation of the right node of the frame will be: 


3EI 





The internal moment diagrams from the unit displacement will be: 
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The internal moment diagrams from the external load will be: 


412 ql? 





The reactions г; and Ку we may find very easy using joint equilibrium. It follows: 


К]] 2EI V2] 
JN 31 пе СУ D 
Tm о 
| EI 
АМА SET 
| Ne 
ЗЕТ 4Е! 2EI 
gc | 
> 
ЗЕ! T 
——2]|? 131 ашк —- 7 


AEI ДЕЈ 722 


712 H1 3EI 
а ол - 
SEI 
v EN 
AEI 


ЖЕГІ SEI SEI 


cr "c ЗЕ У 
=> 
_ ЗЕІ ш 1 
а 732 = тү «—— |2 
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It is important to understand that even parametric values of the moments are equal the 
numerical values are different because the cross sections, length and E-modulus can be different. 


r13 723 
my ТА) 
12 [2 
з= um 723 = -z 
— 
s ЗЕ ЗЕ 
«— B B T 
SEI BEI 
133 m [3 + [3 
Ri 4!“ qi R> 


Coefficient verifications: 


Again we have symmetry for the coefficients г; = rj; and positive matrix r; > 0. This can be used 
as verification. Other way to check the coefficient 15 as follows: 


3 = MM | 


и 








Ку = — ds 





---О 
where M; is the internal moment diagram from the нета load at arbitrary statically 
determinate structure. This expressions are based on a principle of virtual work. 

The final diagrams compose using next expression: 


Mr = Mr, + М1. 21 + М>. Z> + M3. Z3 
As we already have the internal moment diagram we can obtain the shear and normal forces 
diagrams. And in the end to find reactions and as final check is the equilibrium of the system. 
Presented idea is valid not only for two-times indeterminate structures but for n-times 


indeterminate also. The procedure is same. The equilibrium equations for n-times indeterminate 
structure are: 


711. 21 + 712. 42 + 713. Z3 +. + P + Rif = 0 
71.21 + 722. 42 + 723. 23 +++ ew am + Кор = 0 
731.1 + 732. 42 + 733. Z3 Tec Y4n- 2 + Кзу = 0 


Трава + Та 2. 42 + Тиз. 23 + +++ + Ты и + Ruf = 0 
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Primary system and full example. 


As a main difference from the force method is that in the displacement, method is only 
one possible and correct primary system. The primary system in the displacement method 
develops on two stages. First 15 adding rotational links and second 15 adding linear links. Here 
will be explained the two stages of composing primary system. 


Stage I: Rotational links. 


We place rotational links at every rigid joint of the frame! What 1s a rigid connection have been 
explained at the first chapter. Here we will remember only the idealized schemes of them. 


- -т- 
и 


Rigid connections. Rigid joints of frames. 


Other places where we place rotational links are the partial hinges and partial supports. 


- T 
м К 








I> 


A 


2 RÈ 


Partial hinges, partial supports. 


Final places where we place rotational links are the rotational springs. 


rotational springs. 


Example: 





original system. rotational links. 


Stage II: Linear links. 
The second stage of composing primary system is to determine the number and places of 
the linear links. For this reason we compose the hinged-joint system placing at each joint of the 


structure a hinge. We do the kineatical analysis of the hinged-joint system. It should be 
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composed by dyads. If it 1$ not we add linear links to make it composed Бу dyads (composed Бу 
not singular dyads). Adding this links actually we determine their places and numbers. 


Example: 









original system. pin-joint system. 





КА: [С + 1.2.3(w = +1) + 4.5.6(w = +1) + 8.44’ + 9.BB' + 7.CC'](w = +2) 


In the present pin-joint system there are 2 chains. To remove their degrees of freedom we 
should add two linear links. The first chain 1s 1.2.3 and has a horizontal degree of freedom so, 
we will add a horizontal linear link. Situation with the second chain 1s same so, as a result for 
this system we will have two horizontal links. 

Including the rotational and linear links to the original system we obtain the primary 
system on the displacement method. The number of these links is the number of the kinematical 
indeterminacy of the system. 





original system. primary system. 





The present example is 7 times cinematically indeterminate system. 
System including determinate parts. 


When in the original system includes determinate parts it 1$ better to cut them off because 
it decrease the degree of the kinematical indeterminacy. Also, it is good to know that some time 
the linear links are vertical not only horizontal. 

Example: 









primary system without taking 
into account determinate parts. 





original system. 


- 162 - 


www.EngineeringBooksPdf.com 


This system includes two determinate parts. First one 1s the cantilever part up of the 
frame and the second one 1s the simple beam on right of the frame. When we taking into account 
this parts the system 1s 6 times cinematically indeterminate. When we cut them off the system 15 
2 times cinematically indeterminate. 






original system. 


primary system with taking into 
account determinate parts. 


On the next figure 1s shown the pin-jont system of the two situations and their kinematical 
analysis. 









determinate parts. EL | 
pin-joint system excluding 


determinate parts. 
For the pin-joint system including determinate parts: 
КА: [С + 1.2.3. BB'(w = +2) + 4(w = +1) + 5.44' + 6(w = +1)] (и = +4) 


For the pin-joint system excluding determinate parts: 
КА: [С + 1.2.3. BB'(w = +2)|(и = +2) 


System including linear springs. 
When in the original system includes linear springs it 15 necessary to place a linear link at 


the spring because there 15 a displacement even the system don't need linear links according the 
pin-joint system analysis. 





original system including — pin-joint system including primary system including 
linear spring. linear spring. linear spring. 
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Kinematical analysis of the pin-joint system including linear spring: 
КА: [< + 3. ДА’ + 1.2](w = 0) 


Full example of analysis of cinematically indeterminate frame: 


Analysis of cinematically indeterminate frame loaded by external load: 


Main Data: 
Е = 20 kN beams (0.25/0.315): columns (0.25/0.25): 
M = 15 kNm I, = 0.000651 т” Teo) = 0.0003255 т” 
а = 10 kNm’ Аь= 0.0788 т A cot= 0.0625 т 
I, = 21.4 Е = 2.4.10” kN/n 
E 
2 
M 
4 
3 
4 l 


Kinematical indeterminacy: 





КА 


Each construction has а deformations caused by some arbitrarily load. In this case we know the 
joint slope (rotation) о and displacement д, so the deformation of the system will be completely 
determined because the law of the deflection of the elements is known. That is why the system is 
2 times kinematical indeterminate. 


1. Choice of primary system according displacement method: 
It is very important to remember that ш the force method are possible several correct primary 


systems, but in displacement the correct primary system 15 only one. 
The primary system will be composed in two stages. 
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First stage: To place rotational links. We place rotational links at the rigid joint. We use them to 
control the joint rotation (slope). 


< 


The unknown parameter in this case the rotation (slope) of the joint and it's label 15 2). 
The cantilever part of the system 15 statically determinate part and may be removed. 


m 


determinate 
part(piece) 


The second stage: The second stage of composing primary system 15 to determine the number 
and places of the linear links. For this reason we compose the hinged-joint system placing hinges 
at each Joint of the structure. 





KA: [G+1.2.3(w=+1)](w=+1) KA: [G+1.A +2.3](w=0) 


After that we make a kinematical analysis of the hinged-joint system. It should be composed by 


dyads. If it is not we add linear links to make it composed by dyads (composed by not singular 
dyads). 
As we determine the number and positions of the linear links we obtain the primary system: 
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т 


The original system 15 two times cinematically indeterminate. We analyze the primary system 
from unit values of the unknowns — displacements and rotations of points. 


2. Unite diagrams: 


For to make calculations easier we will make some reductions. As we know the value of is: 


EI 
| = — 


If we divide this equation by Е/Гсоштп (or ЕТьгат) the linear stiffness will become: 


1, EL 1 1 r=] 1. 1. 1 

q^ à 7] Еі TD 

i T; 

where ЕТ. 15 the stiffness of the со ти (Ерот) or of the beam (Elbeam) and ET; 1s the stiffness 
of the i-th member of the frame. 

i; and [; are the linear stiffness and the length of the i-th member of the frame. 

After this transformation all stiffness coefficients r;; (reactions from the unit displacement or 


rotations) will be reduced by l/ET.: 


Е ШЕ | 





1 
p 


The coefficients from the external load are real Ку. In this way for the equilibrium equations in 
matrix form we will have: 


= 1102) + {R} = 0 
[R} R) 


{2} =- = - GL) 
тео" 


As a result, we obtained not real values of the unknowns but multiplied Бу E/,. If we 
need their real values, we should divide the obtained value by E/,. АП the time we have not real 
values of the stiffness coefficients but their 1/E7, reduction values. 

This transformation 15 not obligate but 1s better for to work with suitable numbers. The 
present example is done using this idea. 
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21 = 0,6667 


Deformed shape from unit horizontal displacement. First, we obtain the displaced shape of the 
hinged-joint system after that for the primary system and in the end, we obtain the diagram. 


pucr 


О), 













Deformed shape of 
the primary system 









о 





ОС, 
02 кел à 
"s ' òl 
id —(———————— | 
90° -а 7 
i 3 = - 
goes > 0 = 11,565 
. | " | 
год sina 


5 =0,3333 6, =1,0541 


Deformed shape of the 
hinged joint system 





= = 0,6667 












3i 
= 6, =0,125 
га 


© 





3i . | | 
--д, = 0,3163 


= = (),6667 
| 
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3. Diagram from (ће external load in the primary system: 


| М = 40 
Determinate part: N М = 15 





Loads оп the primary 


40 О = 20 
де: system: 


4 1 


In advance, we analyze the determinate part of the structure and its reactions are used as 
actions of the primary system. In this situation, the actions are in the joint with a linear and a 
rotational link, so they do not cause any internally moment forces in the elements. 


М = 15 
| 4 7o. 





[= 
7,5 сеи Т 
12 
а = 10 3 ql — 3.75 
24 
Ч 75 
12 


4. Reaction in the links: 


The reactive forces are introduced by the same sing as the unknowns. After that the signs 
become positive or negative because of equilibrium equation. 


3i 


— = 0,375 , | 
LEN ә 
N sin æ – 0,375 =0 


М 
Гу Шы: N зс 
N | M № === (),3 353 
P3) 1,5 90 -a | №, = N сова = 0,125 
1 \N 
Ny 


1.3333 Гл 
УМ =0: 4 4 \ 
— 
1.5+1.3333—-r, 20 —— 
+ 1,5333 AT 0,6667 Ew 
г, = 2,8333 > H=0: p. 
I 


Y 


0,6667-0125-ғ,-0 — n, =-0,54167 
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0,03125 из уме 

From М» | О, =0,03163 | 
| 
N 


О=010 0,03125 + 0,03163- Мзта =0 
Q, - КТ =з. М = 0,066274 
М 


— 


lr» 

~ 
Р-р) 0,125 90° о. 

е ДР” 


Г22 
0,6667 > = Q - 010 


№, = N cosa = 0,020957 


> M =0: 0.4444 О, = 0.09487 4. ——— 
| i М. Na = 0,020957 
п, —0,125+0,6667 = 0 Y H =0: —“— a 
| у 
п = —0,54167 ғ, - 0,4444 – 0,09487 – 0,020957 = 0 


ғ, = 0,56027 


5,625 7 0. 
МА Dee 
5.625- Мзша = 0 


R 
М = 40 —N A “7%, N = 5,9293 
4 ) 75 90° -a \ М №, = N cosa = 1,875 
| 
"a Ку О = 20 
7,5 р и! 
УМ =0 — à pos 
15 № № = 1,875 
К, —7,5— 7,5 + 40 =0 SH =0: % 
у г \ 
Ку =-25 R,, +15—1,875 +20 = 0 > R,, = –33,125 


| 


Ку – 1s the reactions of the additional links from the external load. 


4. Solution of the system of the equations: 


2,8333Z, – 0,541677, - 25 = 0 > 2,224692 
– 0,541672, +0,560227, -33125-0-» Z, = 83,003 


5. Final diagrams: 


The final diagram is composed for each characteristic point and it 1s calculated by the next 
expression. M,=M,+M,.Z,+M,.Z, 
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2 40 


277 
—) 54,913 
че 


40 





4,4806/] 54,913 3 14,912 
44 
рн 
5.4283 H 14,5717 
| тат 
[7,478 гр. 
14,5717 ) — 2.6253 > У =0: 
| M О = 8,302 17,478 + 2,6253 – Мзпа = 0 
O, = же “ден М -- 21.191 
о : 
20 -a! 1% Np = N cosa = 6,701 
? ? 
Проверка: УН =0: 14,5717 —7,876 —6,701=0 
14,5717—14,577 =0 > 0,037% грешка 
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6. Equilibrium verification: 


20 
2 
15 
C 
10 
3 
35,4283 SSS 14,571 ~~~ 


46,373 d go 26.2535 
17478 д [117478 


Verification : 


У M, =0: 
15 + 20.2 + 35,4283.3 +14,571.3 –17,478.4 – 46,373 – 26,2535 –17,478.1—10.3.1,5=0 
204,998 – 205,02=0 = 0,01% error 





У Н=о: | 20+10.3–35,4283–14,571=0:  50- 49,9993 = 0 


У У=0: 17,478 -17,478 = 0 
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Analysis from temperature load, support settlement. 


The analysis of the structures from the temperature load has two stages. We should 
remember from Chapter 8 the influence of the angular and axial deformations. Angular 
deformation cause only internal moments and axial deformations cause only normal forces. In 
the case of cinematically indeterminate structures under temperature load, we can distinguish 
two stages of deformations. As it is known the temperature load divides to a load from 
temperature difference and load from constant load. 

Finally the using displacement method we divide the analysis of a primary system to a two parts 
and it follows the internal moment diagram ш the primary system has two parts. 


О __ 
М; = М, м tM, 


Internal moment diagrams from temperature difference. 


The nodes of the primary system have no possibility to move or rotate so the temperature 
difference will cause only deformations of the elements. 


4 

















At = t-t, 





original system. primary system 


As a result, there 15 diagram only at the loaded elements. The moment values for every 
member is obtained using force method as the solutions from the unit displacements. The result 
18: 








ЗЕТ. а. Лі 
2һ 





primary system 


Internal moment diagrams from constant temperature. 


The constant temperature cause only linear elongation. There is no deflections so it 
cannot be a reason of appearing moment diagram but it 1s a reason of nodal displacement. 
Element elongation is: 


Al — ар Ер! 
А ttt 
= 2 


As we know the elongations of the elements we may compose the deformed shape of the 
system but first we will compose the displaced shape of the pin-joint system. When compose the 
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displaced pin-joint system we should be careful for the linear links. They stops the displacements 
at some direction and the displacements is possible only at one directions. 








pin-joint system 


After we have the displacement pin-joint system we know the new places of the frame 
nodes and we may compose the deformed shape of the primary system. 











displaced primary system 


One can see that the elongation by itself don't cause internal moments but the 
displacements of the joints at the primary system cause the deflections of the elements. Actually 
these deflections cause internal moments in the primary system. For the present example the 
elongation of the left column causes deflections at the beam and the elongation of the beam 
causes deflections at the right column. As a result internal moments diagram will appears at the 
beam element and at the right column. The values of the moments are as moments from unit 
displacement of one of the joints. The difference 1s that the displacement is not unit but equal to 
Alpeam (Or Alcotumn). The result is: 


6EI 
EL i Alcotumn 6EI 









| ДІ olan 


6EI 
12 à Alpeam 


6EI 
B ' Alpeam 


primary system 


As we already have the two parts of the internal moments we can compose full moment diagram 
in the primary system from the temperature load. 


M? — Ment + Мр tc 
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For the present example this diagram is as follows: 


ЕІ.а,. АЕ 6ЕІ 
+ 


т тр: Асоштп Ер, Дд 6ЕІ 
р n 12. ‚А column 









6EI 


ЗЕТ. d+. А 2: Ават 


2h 





6EI 
qi Alpeam 


primary system 


Once we have this diagram we may calculate the reactions on the added links from the 
exteran temperature load К; and to compose the equilibrium equations to calculate unknowns 
Lit. 

Next is presented a numerical example. 


Example: 

















2 
[2 = 23- J 
Í] = 0° to 
A= 
3 
NAS 
, 4 polos 


The diagram from temperature load in the primary system is composed in two stages. 
First stage — In this stage is composed the moment diagram in each member separately from the 
temperature difference Af. 








EI, 27812 — аЕІ = 0,07812; 1, = БЫ 25-0 


ыа: -125; At-t,-t, 225 


1. Diagram in the primary system: 


3aEI,M I. 300781225 , 1,6 
2 h, 1, 2 0,15 











К 








1= 7,182 





QE! At Г _ 0,07812.25 
h. L 0,25 


Second stage: Diagram from the constant temperature. 
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The elements elongations аге: 
Al, = aEI,t., 1, = 0,07812.12,5.3 = 2,9295 


AL, = «Е1 t „l, = 0,07812.12,5.4 = 3,906 


The displaced pin-jointed system is: 


| 
са 
| 


Ò, =— Al, = 1,302 
В sng | 


Ó, = 





Al, = 4,117 








ч ими" 


Diagram caused by the displaced frame nodes is: 


А = 0,6103 





Follows full diagram from the temperature load at the primary system: 
М? m Meat + Мр tc 
19,21 


7,812 1.2355 


2. Computing reactions at the added links: 
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Rr < = 4,8025 — 0,12355 – N sina = 0 
ћ j T — 
2 ) 19.2 TRAN N = 4,932 
№, = N cosa = 1,5596 
Loy Ку | 
Z “4g 
| . —0= - 7 

У, М = 0: 0.3 706 ак _ 
К, – 7,812 +19,21=0 У Н =0: v 
Ку =—11,398 К, +1,5596— 0,3706 2 0 №, = –1,189 


Verification: 


YR, --EJ. |м, nds ФЕЈ, У | N,at,,ds = “ab, Y [м + У, [мв 





-aJ | У [as Уз JN ds] — 


- 007812] 25. 0.666673) 25 16254 
0,25 2 0,315 


= -0,07812.|- 100--257,94--15,234- 12,041| = —0,07812.161,133 = —12,587 





+ 12,5.0,40625.3 — 12.5.0,240827.4 = 


X К„=-12,587 -> -12,587--12,587 


3. Equilibrium equations. 


2.83337, – 0,541672, -11398=0 — 2,=5,433 
– 0,541672, +0,56022Z, -118920— 2, =7,375 





1. Final diagram. 


M, — M, + М1. 21 + М.. Z> 


- 176 - 


www.EngineeringBooksPdf.com 





< 
9,106 3,568 





> з 


S 


[= 
| Ps 
V un 0.3443 
° Ap | 

2.535 
0.344 тү 








2 
3 
2,535 Peg 
03443777 4 раску Г 79: 
FN О, =0,5567 ` | | 
M )=1128 0,3567 – 2,535 + N sina = 0 
-NO 
О, = — TN, N = 2.296 
90 - WAN М, = N сова = 0,726 


2 
Проверка: »Hz0 0,3443 + 0,726 – 1,0701=0 


1,0703 – 1,0701 = 0 => 0,019% грешка 
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С 
3 
0.3443 = 0.344 
9.106 `7 X 3.568 
2.535 4 г 12.555 
Проверки : Щи 
УМ. =0: 9,106 + 3,568 + 0,3443.3 – 0,3443.3 – 2,535.4 — 2,535.1=0 
12,674 -— 12,675 = 0 = 0,008%грешка 

> Н=0: 0,3443 -0,3443=0; Š У=0: 2,535-2,535 = 0 


Analysis from the support settlement. 


This analysis 1s not so different from the standard one. The support settlement cause of 
the primary system node displacements which cause element displacements. This deflections 
cause internal moments at the deflected elements. The idea is the same as the idea of the 
diagrams from the constant temperature load. Actually, we should be careful with the displaced 
pin-joint system (if it is necessary) and as a result the deflected primary system. The last one will 
show as which elements have displaced nodes and with what value so we will be able to 
compose the internal moment diagram. Of course one shouldn't forgot that the displacements 
causing moments diagrams in the elements are not equal to unit but are equal to the support 
settlements. 

Here will be present only the numerical example: 


2 
cy, = 0,05 т 
ф = 0,05 таа 
ЕЈг= 7612 
тат 2 3 
C fn 
REN 
а 


1. Deformed primary system: 


The present example is calculated with a reductions of the unit reactions that is why moment 
diagram at the primary system from the support settlement is multiplied by ET... 
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Deformed primary 
system 





о, 


„ЕТ, = 260,4 





6i 3i 
"^ + — > | 
; c El, = 260,4 3 б.ЕІ. = 370,64 


2. Computing reactions at the added links: 


ч, | : : 
23.5. 54 > ns 37.06— Мзта = 0 
К, 11974 - > 
~ ) | ^ № N-39,65 
Би 90° - | 
; Y N №, = N cosg = 12,35 
~ К» А 
260, эе —4 
І 
Ad — . —Á „У 
2,M =0: 173,6 111,197 = 
1 \ 
К. + 260,4 = 0 Yu =0: Vy 
= 58i 
Rie = 72005 R,, +111,19 +12,35-173,6 = 0 > А, = 50,06 
Verification: 


УК, = ФЕЈ У К,ус, 


To do this verification it is need to determine the support reactions in the summary diagram from 
unit values of the unknowns. 
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0,02103 


0,2408 
æ< d 0,3163 
|040625 0,40625 


У К, =-260,4 + 50,06 = –210,34 





The corresponding reactions of this diagram are multiplied to the values of the support 
settlements: 


ЕЛ. У К, с, = 7812]0,2222.(- 0,05) + 0,3163.(- 0,05)] = -210,338 
У К, -«-EJ, У Rc; — -210,34 —— 210,338 
3. Equillibrium equations: 


2.83332, 0,541672, -260,4=0 — Д =91,79 
– 0,541672, +0,560227, + 50,06 =0 — Z, = —0,606 


4. Final diagrams from the support settlements: 


M, =M,.Z,+M,.Z,+M° 





Finale verifications , normal and shear diagrams are not shown here but they are all right. 
Analysis of structures including elements with infinite high system. 
One should know that this elements are actually rigid body elements. As a result they 


cannot deform. They only rotates or moves without deformations — without changing their 
shapes. 
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This fact must be taken into account when composing the primary system. Also when 
such an element rotates it rotate and the flexible elements. In the end of the normal elements will 
appears not only displacements but rotation too. 

Also, it 1s important to understand that the flexible elements are rigidity connected at the 
rigid element but the rigid element is connected at the flexible element with a joint connection! 


This will be shown at the next example. 


Example: 


F = 200, M = 10, а = 40, EI = 50 000 kNm’ 





If we see the pin-joint system of the present example, we will need two linear links. But 
as the system has a rigid element so the two linear displacements are dependent one to the other. 
Actually, they are dependent to the rotation of the rigid element so this structure has only one 
independent displacement parameter — the rotation of the rigid body. That is why this system is 
one time cinematically indeterminate system. If we know this rotation we will know the 
displacements of the other nodes of the system. 

Next stage is to compose the displaced shape of the primary system from the unit rotation 
of the rigid body. 

When rigid body rotates to a unit angle the point at a distance 5 metre will have 5 metre 
displacement also the rigid connection between the rigid body and the flexible one cause 
additional rotation at the flexible element. 

As a result the displaced shape of the primary system is shown bellow: 
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To compose the moment diagram for some elements we should be careful if at the 
element has only displacement or displacement plus rotation. At the present example the right 
beam element has displacement and rotation and the other flexible elements deflect only because 
of the rotation of the rigid body. The diagram of the right beam element 15 composed by two 
parts and is presented on next figure. 


6i бі; 
4 


5 [ 
4 


21.1 


и 


| 6i 
4i. —.5+2.1 


= 


т? 


At the connections between rigid body and flexible elements the moment diagram 
composes after equilibrium of the joint. 
In this why the unit moment diagram 15 presented on next figure: 


3i = 0,6 





The diagram from the external load 15 composed in the standard way only taking into 
account the connections between rigid and flexible body. 
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80 


Next solution continues standard. 
Analysis of symmetrical structures. 

The idea of the symmetrical system 15 the same as this in the force method. We use again 
the couple of unknowns but in the displacement method, the unknowns are nodes displacements. 


That is why we will show example directly. 


Example: 








Primary system 


As one can see there are one symmetrical and two antisymmetrical unknowns. First 
unknown 1$ a couple and symmetrical, second is again couple but antisymmetrical and the last 
one 15 not couple (it 15 only one force) and 15 antisymmetrical. When compose diagrams from the 
coupled unknowns one should be careful because at some members there are rotations at the two 
ends of the element. To compose the diagram in this case one should use the principle of the 
superposition shown below. In middle beam element there 15 double rotation from the unit value 
of the first unknown so, the diagram will be composed in two parts using superposition. 
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21=0,4 0.4 


Unit diagram 


Deformed shape 


From unit value of the second unknown there is again doubled rotation in the middle beam 
element but in this case at different direction. The diagram composes in same way, only the 
result 15 different. 





21=0,4 0,4 


Unit diagram 


Deformed shape 
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61 


From the unit value of the last unknown there is no such effects. The unit diagram composes 
simply. The result is shown bellow. 


| 6 = 0,24 61/1 = 0,24 





61/1 = 0,24 61/1 = 0,24 


Unit diagram 


Deformed shape 


Moment diagram from the external load 15 nonsymmetrical and 1s composed standartly. 





16,667 


Next stage of the solution is to calculate reactions at the additional links from the previous loads. 
In the case of couples unknowns the reactions are also coupled — left and right part. The full 
reaction which we should use in the equilibrium equation is sum of the two parts. This 
summation is shown bellow only for the first unit diagram. For the other diagrams the results 
obtain analogically. 
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Е = 3,47 + 3,47 = 0,8 
ry = 3,47 d 4. Е at = 3,47 
м =347 ГЕ, +73, =347- 347 = 0 r^ =- 3,47 
\ N r 
—* 0,24 — 024 


r, = 0,24 - 0,24 = 0 


As one can see the antisymmetrical reactions from the symmetrical load are zero and 
analogically the symmetrical reactions from the antisymmetrical load are zero. The internal 


moment diagram from the external load is non-symmetrical but the reactions are again coupled 
Their calculation 15 shown bellow. 





у 
R,, =, +Е |, = - 20 - 16,67 = -36,67 У 
| | | 67 JU 


‚ Е,,-Е;, +К;, == - 20 + 16,67 = -3,33 
2j = - 20 Rj, = - 16,67 
R,, =-20 R} = 16,67 
N N R3 
4а 2 шый: 


As we have all coefficients the solution continuous as standard one. 
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Analysis of structures including springs. 


The analysis of structures including springs 15 generally standard with only deferens we 
have mentioned one should add a linear link at the spring if the spring 1s linear and rotational 
link И the spring 1s rotational. We do this to control the displacement (rotation) of the spring. At 
the next example is shown a structure with a linear spring. Analysis of a structure including 
rotational spring is analogical. 


Example: 


— >— 





As it is shown it is not necessary the linear link to be in Фе same direction as the spring. 
The deformation and the diagram from the unit value of the first unknown 1s standard. The 
spring cannot deform because of the linear link. 


Z; = 1 


»— 


- 187 - 


www.EngineeringBooksPdf.com 


2i - 0,5 3i = 0,75 
41 = 0,8 (м) 
C 2i2 044 


> 0,707.10000 
ЁЛ 








As we do unit vertical displacement (42 = 1) at Фе spring appears displacement equal to 
0,707 because of the angle 45°. This displacement at the spring evoke reaction at the spring 
equal to the displacement multiplied by the stiffness of the spring. In our case we have divided 
this reaction by E/ because we produce solution using reduced values of the reaction (we have 
shown already). And the moment diagram 15: 
12,1 





It is important to understand that the reaction at the spring 15 always zero only in the case of unit 
displacement of the linear link 1s different of zero. Reactions at the added links are: 


711: 721 
" | 
0.75 0,1875 4 
P od 
0,8 
v rj; — 2,550 721 =- 0,1875 S 
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я L 


5- > - г22 = 0,1718 


- 0,1875 0,046875 X 
ж № _ 0.707.10000 — 0.17671 


712 = - 0,1875 0.125 40000 





50 
The internal moment diagram and reactions from the external load аге: 


04 46 EN 


à 





As we have all coefficients the solution continuous as standard one. 
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